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ABSTRACT 
 

This research aimed to study some soil properties in order to compare interpolation 

methods in Geographical Information System (GIS) and produce soil salinity maps using GIS 

in Nakhon Ratchasima province. The study area was separated by the topographical 

characteristics of plain, low terrace, and middle terrace. Each study site was sampled through 

a grid (200x200 m.) within 1 km2 area. Then, the soils physical and chemical properties were 

analyzed. The Electrical Conductivity (ECe) was conducted to interpolate the following 

methods of GIS: Completely Regularized Spline method, Spline with tension method, Inverse 

Distance Weighting method, Ordinary Kriging method, Simple Kriging method, and 

Disjunctive Kriging method. Also, the Mean Absolute Percent Error (MAPE) method was 

applied to compare the interpolation methods and select the most suitable interpolation 

method for soil salinity. The results were illustrated by soil salinity maps of study area. 

The study found that Completely Regularized Spline is the most suitable interpolation 

method for soil salinity of all study sites, because it has the minimum errors when compared 

to the others. The percent of errors ware 36.90, 24.25, and 44.79 in plain, low terrace, and 

middle terrace, respectively. Likewise, the production of the soil salinity map was 

interpolated by Completely Regularized Spline method in the study area. 
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                          SPLINE / INVERSE DISTANCE WEIGHTING / KRIGING 
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บทคัดยอ 
 

การวิจัยครั้งนี้มีวัตถุประสงคเพื่อศึกษาสมบัติบางประการของดิน และเพื่อเปรียบเทียบวิธีการประมาณ
คาในระบบสารสนเทศภูมิศาสตรในการประมาณคาความเค็มของดิน รวมทั้งจัดทําแผนที่ความเค็มของดินดวย
ระบบสารสนเทศภูมิศาสตร บริเวณจังหวัดนครราชสีมา โดยแบงพื้นที่ศึกษาเปนแปลงศึกษาตามสภาพภูมิประเทศ 
คือ ที่ลุม, ลานตะพักลําน้ําระดับต่ํา และลานตะพักลําน้ําระดับกลาง ในแตละแปลงศึกษาเก็บตัวอยางดินตามกริด 
(200x200 เมตร) บนพื้นที่ขนาด 1 ตารางกิโลเมตร และนํามาวิเคราะหสมบัติทางกายภาพและเคมีของดิน 
จากนั้นจึงนําคาสภาพการนําไฟฟาของดิน (ECe) มาทําการประมาณคาในระบบสารสนเทศภูมิศาสตรดวยวิธ ี
Completely Regularized Spline, Spline with tension, Inverse Distance Weighting,.       
Ordinary Kriging, Simple Kriging และ Disjunctive Kriging และตรวจสอบความถูกตองดวยวิธี   
Mean Absolute Percent Error (MAPE) เพื่อเปรียบเทียบวิธีการประมาณคา และหาวิธีการที่เหมาะสม   
ที่สุดสําหรับประมาณคาความเค็มของดิน และนําเสนอผลการศึกษาในรูปของแผนที่ความเค็มของดินในพื้นที่
ศึกษา 
 ผลการศึกษาพบวาวิธี Completely Regularized Spline เปนวิธีที่เหมาะสมสําหรับการประมาณคา
ความเค็มของดินในทุกแปลงศึกษา เนื่องจากมีเปอรเซ็นตความผิดพลาดต่ําที่สุดในทุกแปลงศึกษาเมื่อเทียบกับ   
วิธีอื่นๆ โดยเปอรเซ็นตความผิดพลาดของแตละแปลงศึกษา คือที่ลุม 36.90% ลานตะพักลําน้ําระดับตํ่า 24.25% 
และลานตะพักลําน้ําระดับกลาง 44.79% และสามารถนํามาสรางเปนแผนที่ความเค็มของดินโดยการประมาณคา
ดวยวิธี Completely Regularized Spline ในบริเวณพื้นที่ศึกษา 
 
99 หนา 
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CHAPTER I 

INTRODUCTION 
 

1.1 Statement of Problem 

 

The soil resource is the important factor of the agriculture. Any areas with less 

agricultural capacity will affect people’s life in the area and also economic system as 

a whole. The soil problems like saline soil have occurred extensively in northeastern 

Thailand. Saline soil problem will contribute to environmental impact by reducing 

plant growing rate and yield as well as reducing domestic consumption water quality. 

According to saline soil problem issue raised above, the problem has to be 

solved with clear understanding of problem and saline soil condition. Studies and 

solutions have to be developed properly to make effectively use of land use more than 

present. Thailand has tried to develop salt-affected soil map for more than 20 years. 

At the beginning, however, there were merely in small scale by using aerial photos 

and ground surveys (1). 

Geographic Information System (GIS) provides an efficient tool like 

“Interpolation” which could estimate value of non-data area by using data from 

existing value area. The values of the collected type of data can be expanded to the 

sites where no samples are available using interpolation methods. But the problem of 

interpolation is thus a problem of selected a plausible model to site the data. When we 

known the suitable interpolation methods for estimate soil salinity, in the future we 

could used that method for estimate soil salinity. 

Khorat basin was counted as a salt-affected zone (2). Slightly salinity soil area 

covered up to 9.67 million rai, moderately salinity soil area covered 2.59 million rai 

and strongly salinity soil area covered 0.62 million rai. Total level covered as highly 

as 12.87 million rai which is about 18.17% of Khorat basin (3) and the tendency 

increased annually (1). Thus, Khorat basin is an interesting site to study about saline 

soil. 
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1.2 Objectives 

 

1.2.1 To study soil properties in Nakhon Ratchasima province area.  

1.2.2 To compare interpolation methods at suitable for estimate soil salinity. 

1.2.3 To produce soil salinity map using GIS. 

 

1.3 Expected Results 

 

1.3.1 Interpolation method at suitable for estimate soil salinity. 

1.3.2 Soil salinity map in study area.  

 

1.4 Scope of the Study 

 

1.4.1 To study soil properties in plain, low terrace and middle terrace in 

Nakhon Ratchasima province in dry season (April 2004). 

1.4.2 To estimate saline soil value using interpolation methods in GIS such as 

Completely Regularized Spline method, Spline with tension method, Inverse Distance 

Weighting method, Ordinary Kriging method, Simple Kriging method and Disjunctive 

Kriging method. 

 

1.5 Conceptual Framework 

 

The conceptual framework of this research aimed to compare the interpolation 

methods in GIS for estimate soil salinity. And, soil physical and chemical properties 

were analyzed. The Electrical Conductivity (ECe) was conducted to interpolate 

methods of GIS as Completely Regularized Spline method, Spline with tension 

method, Inverse Distance Weighting method, Ordinary Kriging method, Simple 

Kriging method, and Disjunctive Kriging method. Besides, the Mean Absolute 

Percent Error (MAPE) method was applied to compare the interpolation methods and 

selected the most suitable interpolation method for estimate soil salinity. The results 

were illustrated by soil salinity maps of study area. 
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- Completely Regularized Spline
- Spline with tension
- Inverse Distance Weighting
- Ordinary Kriging
- Simple Kriging
- Disjunctive Kriging

Compare interpolation methods
at suitable for estimate soil salinity

Soil sampling and
soil properties analysis

(generally, soil salinity level 
classification by ECe standard)

Interpolation method at suitable
for estimate soil salinity and soil salinity map

- GIS and Interpolation methods theories
- Saline soil theories

Literature review

Interpolation methods in GIS

 
 
Figure 1-1  Conceptual Framework of Application of Geographic Information System 

and Interpolation Methods for Estimating Soil Salinity in Nakhon 

Ratchasima Province 
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CHAPTER II 

LITERATURE REVIEW 
 

 A literature review on the concepts and research is divided into five parts: 

reviewing knowledge on the salt-affected soil, Geographic Information System, 

interpolation methods, related research and study area. 

 

2.1 Salt-affected Soils 

 

In general, salt-affected soils mean soils with dissolved salt in the high volume 

enough to affect plants on growth limitation (4). Salt-affected soils could be classified 

into 3 types owing to the difference in electrical conductivity (ECe) with soil 

saturation extract at 25Co, Exchange Sodium Percentage (ESP) and Sodium Absorbed 

Ratio (SAR) (5) as follows: 

 

2.1.1 Type of Salt-affected Soils 

1)   Saline soils 

Saline soils mean soils with easy dissolved salt in high volume 

enough to generate effect to plant growth reduction, without ESP influencing. 

Electrical conductivity with soil saturation extract is higher than 4 dS/m and SAR is 

below 13. Furthermore, ESP is less than 15 while soil reaction is less than 8.5 (5). 

Normally, white alkali soils are found on surface of saline soils (6). 

2)   Sodic soils 

Sodic soils mean soils with ESP in high volume enough to harm the 

crop productivity and soil texture in any kinds of soil and plant. Sodic soils have ESP 

is more than 15 at soil reaction on being more than 8.5 (5). Because soil reaction and 

ESP are in high level, then soil organisms are normally dissolved to be soil solvent. 

Gradually, soil solvent wells up with groundwater and then silt on soil surface. Black 

color sedimentation of sodic soils is always called black alkali soils (7). 
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3)   Saline-sodic soils 

Saline-sodic soils mean soils with high volume of easy-dissolved salt 

and ESP enough to harm crop productivity in any types of soil texture and crop. ECe 

measured from soil saturation extract is at least 4 dS/m in saline-sodic soils. SAR rate 

is more than 13 also ESP is more than 15. Soil reaction rate may be on high rate of 8.5 

but less than 8.5 of the rate is always found in saline-sodic soils (5). Salt-washed out 

from saline-sodic soils will increase soil reaction to be more than 8.5 and then the 

soils will transform themselves to be sodic soils (6). 

 

2.1.2 Soil Salinization 

Normally, process of salinity in soil is related to 6 processes as 

alkalization, dealkalization, salinization, desalinization, solonization and solodization. 

Alkalization or sometimes called solonization is the process of sodium ion 

accumulation in ion exchanged areas of calcium, sodium and magnesium. 

Dealkalization or solonization is the process of sodium ion moving out from 

exchanged areas, happening on relating with clay diffusion at flooded water storage. 

This process will make the sodium ion containing water. Salinization process is the 

accumulated solved salt such as sulfate chloride of magnesium, sodium and potassium 

(8). In most salichorizon, it has happened on shallow water table, fine texture, poor 

drainage, and cutting side with melted layer (E level). Normally, salichorizon has 

happened in soil which its structure as round-head bar. This process will occur in 

humidity weather (5). Desalinization is the transferring of solved salt from soil layer, 

as it happens after salinization. From soil study in California, (9) and found that 

ancient evolution of soil is influenced by sodium ion that A level is acid reaction and 

B level is based on reaction within fine texture due to there is very high clay 

contained with its structure as round-head bar. There is low rate of sodium exchanged 

in upper soil and it will increase gradually according to the depth of soil layer that 

make the clay dispersion and positive ion exchange are different. Besides salinization, 

solonization, solodization and time that influence to soil conditions, the increasing of 

alkaline will come from usage of divalent fertilizer. 
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2.1.3 Causes of Salinity in Soil 

Most saline soil occurring due to geological effects, it also contain salt 

source from sodium composite in stone at shallow surface soil or high salt water table 

areas especially at surface level (10).  Due to salt stone contains white salt rock, 

coarse and pure texture in thick layer form 1 to 2.5 cm., then his salt stone can be both 

salt crystal and mineral chain in sand-powered stone, clay stone and silt stone (11). 

When stone starts decaying, salt from stone will solve to ground water circulation and 

accumulate at other places as a cause of salinity in soil by evaporating of water from 

soil surface. The cause of salinity in shallow ground water may come from salt 

composite solvent scattering in soil or stone layer (12). The result of decaying stone 

and other elements under the period of drought and semi drought include water 

evaporation, also the transferring of element from influencing of groundwater that 

relates with the changing of groundwater level found that the influencing of salt when 

groundwater level decrease will later generate salt layer (13). After that salt-tolerated 

plant species will occur in that area that alkaline comes from positive ion 

concentration in divalent in basin area of being more evaporation than rainfall 

volume. Nevertheless, soil reaction being higher than 8-8.5 can happen when inner 

water circulation is alkaline and has the related process such as decaying from 

oxidation reaction, ion exchange, rainfall volume, increased salt and evaporation 

affecting the accumulated salt in soil (14). 

 

2.1.4 Cause of Salinity Dispersion in Soil 

Solved salt can be distributed by flowing water to where the water flows 

through as the causes of salinity dispersion in soil divided into 2 groups as (3). 

1)   Natural cause 

Stone or mineral containing salt will release salt when decaying is 

emerged by physical and chemical reaction. Those salts will accumulate with or flow 

along with water and then percolate to groundwater or even is floated back to surface 

soil by water evaporation with solar energy or water usage of tree. Those salts will 

stay at the surface soil at the flood plain area after water evaporation. And for long 

period of time, the accumulated salt will make the natural fresh water resources 

become salt water reservoir containing. 
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2)   Artificial cause 

Salt farming conducted by dehydrating of sea water also pumping 

and boiling salt from surface soil, will cause salt soils happening in nearby areas. 

Water reservoir building on salt soil area or salt groundwater will raise the water table 

that distributes salinity to nearby surface areas. Poor irrigated planning for salinity 

prevention often creates problem to those areas of irrigation. Deforestation also causes 

the ineffective water absorption of the nearby forests and affects to other conditions 

like the hydro geological transformation. 

 

2.1.5 Physical Characteristic of Salinity in Soil 

Most saline has a coarser textured in the surface soil than subsoil is 

moderate-coarse as sand-soil or fine coarse clay with dry sand and lower soil is 

moderate-fine or very fine texture as coarse clay with sand or clay. There are clear 

accumulated clay particles as soil in moderate to good evolution condition that relates 

with soil configuration. This clearly represents the salt influencing to sodium ion in 

soil (15). Highest bulk density is always in soil of Bt horizon where there are high 

volume of accumulated clay particle. The water carrying capacity rate in low - 

moderate level means soil has water releasing capacity to be beneficial for plants on 

low to moderate level while humidity for plant is also the same due to most soil 

texture are nearly coarse to coarse level (16). Coefficient of water conductivity in soil 

being low may be because of influencing from Sodium ion (17). Moreover, slight 

decline along with the depth increasing in lower soil texture mean soil in lower level 

having more fine than upper soil texture. Then the gap among soil texture tends to 

decrease along with the increasing depth (18). From study result of comparison 

among concentrated solvent in soil shows that water absorption decreases owing to 

the direct effects of clay’s texture expansion. The dispersion of clay will depend on 

mechanical stress as the less and more of mechanical stress is depended on the 

dispersion of clay and sodium exchange rate (19). 

Consequence of salt accumulation in cracked soil is such a crack volume 

and areas will increase while the crack width and depth tend to decrease. Soil 

influenced by salt will transform its characteristic such as moisture rapidly losing 

from its surface. Especially soil surface will crack shallowly at surface, shrinkage will 
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occur, and soil texture gap will be less relating with higher bulk density (20). Soil 

expansion is controlled by type and volume of clay, type of ion of being exchange, 

salt volume in soil, organic conductivity, iron and aluminum oxide. Besides, with 

limited of high conductivity, there has no dispersion of clay. Even absorption relating 

to clay expansion, but if absorption and concentration of solvent in soil decrease, clay 

may move to lower soil layer with solvent. Thus liquid flowing though soil by 

influencing of rainfall, land use, animal’s walking may cause clay dispersion (21). 

From soil absorption study can be found that soil condition gets better by receiving 

positive ion from divalent and ammonium ion. Therefore, cause of positive ion lost 

will come from runoff and evaporation of water while salt movement will occur 

whenever dry soil has capacity on absorbing run-off water. That according to this 

aspect if we input some positive ion to soil salt concentration will decrease with 

suitable water volume. The delaying of water flowing will increase ion diffusion at 

high level (22). 

 

2.1.6 Composition of Salt in Saline Soil 

Composite of salt in saline soil will contain cation such as sodium 

magnesium calcium and potassium with anion such as chloride, sulfate, bicarbonate, 

carbonate nitrate in forms of sodium chloride, sodium sulfate, sodium carbonate, 

sodium bicarbonate, sodium nitrate, magnesium sulfate and magnesium chloride (23). 

Most sodium and chloride ion can be found in salinity soil (24) and found that sodium 

types which can harm plants can be arranged from more to less as carbonate, chloride, 

sulfate and nitrate. Salt of calcium and magnesium which can harm plants can be 

arranged from most to less which are chloride, sulfate and nitrate respectively (25). 

But dissolved salt such as gypsum, chalk, and magnesite have no effects to plant but 

soluble salt such as chloride, sulfate, nitrate, carbonate, bicarbonate and borate mainly 

harm to plants (26). 

However, several types of salt in soil are more harmful to plants by 

comparing with single type of salt in soil at the same volume. Normally, plant can be 

more tolerate to salinity in clay than sand because clay have more ion to absorb 

salinity and water. The water absorption can reduce the concentration of salt in soil 
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(25). Most salt in soil in the northeastern part of Thailand is sodium chloride (27).  

The more organics in soil the more it can absorb calcium and magnesium (23). 

 

2.1.7 Characteristic of Saline Soil Dispersion 

Characteristics of saline soil dispersion in Thailand can be classified into 

2 main categories as inland saline soil and coastal saline soil. Inland saline soil can be 

found in northeastern and central region. Each saline soil is created by location, salt 

type, dispersion and geomorphology (23). 

 

2.1.8 Classification of Soil Salinity  

Generally, classification of salinity follows ECe standard excepted 

salinity soil classification in northeastern part due to salt accumulation is not 

scattering systematically throughout the areas but it changes owing to season change 

(23). 

 

Table 2-1 Classification of soil salinity by ECe standard consideration 
ECe (dS/m) Salinity level Consequence of salinity to plant 

0-2 Non salinity No effects to plant 

2-4 Slightly salinity Limited growth in plant that sensitive to salinity 

4-8 Moderately salinity Limited growth in several types of plant  

8-16 Strongly salinity Only salinity plant can be grown  

> 16 Very strongly salinity Only tolerate salinity plant can be grown 

Source: US Salinity Laboratory Staff, 1954 (28) 

 

2.2 Geographic Information System (GIS) 

 

Geographic Information System (GIS) is a system for capturing, storing, 

analyzing and managing data and associated attributes which are spatially referenced 

to the earth. In the strictest sense, it is a computer system capable of integrating, 

storing, editing, analyzing, sharing, and displaying geographically-referenced 

information. In a more generic sense, GIS is a tool that allows users to create 

interactive queries (user created searches), analyze the spatial information, edit data, 

maps, and present the results of all these operations (29). 
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GIS technology can be used for scientific investigations, resource 

management, asset management, Environmental Impact Assessment, Urban planning, 

cartography, criminology, history, sales, marketing, and route planning (29). 

GIS is a rapidly growing technological field that incorporates graphical 

features with tabular data in order to assess real-world problems. GIS field began 

around 1960, with the discovery that maps could be programmed using simple code 

and then stored in a computer allowing for future modification when necessary. This 

was a welcome change from the era of hand cartography when maps had to be 

painstakingly created by hand; even small changes required the creation of a new 

map. The earliest version of a GIS was known as computer cartography and involved 

simple linework to represent land features. From that evolved the concept of 

overlaying different mapped features on top of each other to determine patterns and 

causes of spatial phenomenon (30).  

The capabilities of GIS are a far cry from the simple beginnings of computer 

cartography. At the simplest level, GIS can be thought of as a high-tech equivalent of 

a map. However, not only can paper maps be produced far quicker and more 

efficiently, the storage of data in an easily accessible digital format enables complex 

analysis and modeling not previously possible (30). 

The key word to this technology is Geography - this usually means that the 

data (or at least some proportion of the data) is spatial, in other words, data that is in 

some way referenced to locations on the earth. Coupled with this data is usually data 

known as attribute data. Attribute data generally defined as additional information, 

which can then be tied to spatial data (30). 

GIS operates on many levels. On the most basic level, GIS is used as computer 

cartography, i.e. mapping. The real power in GIS is through using spatial and 

statistical methods to analyze attribute and geographic information. The end result of 

the analysis can be derivative information, interpolated information or prioritized 

information (30). 
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2.3 Interpolation Methods 

 

Interpolation predicts values for cells in a raster from a limited number of 

sample data points. It can be used to predict unknown values for any geographic point 

data: elevation, rainfall, chemical concentrations, noise levels, and so on. The 

illustration on the left shows a point dataset of known rainfall-level values. The 

illustration on the right shows a raster interpolated from these points. (figure 2-1)  

Unknown values are predicted with a mathematical formula that uses the values of 

nearby known points (31). 

 

 
Figure 2-1 A raster interpolated from these points 

Source: Environmental Systems Research Institute, Inc. (31) 

 

The assumption that makes interpolation a viable option is that spatially 

distributed objects are spatially correlated; in other words, things that are close 

together tend to have similar characteristics. For instance, if it is raining on one side 

of the street, you can predict with a high level of confidence that it is also raining on 

the other side of the street. You would be less certain if it was raining across town and 

less confident still about the state of the weather in the next county. 

Using the previous analogy, it is easy to see that the values of points close to 

sampled points are more likely to be similar than those that are farther apart. This is 

the basis of interpolation. A typical use for point interpolation is to create an elevation 

surface from a set of sample measurements. 

In the following illustration (figure 2-2), each symbol in the point layer 

represents a location where the elevation has been measured by interpolating, the 

values between these input points will be predicted. 
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Figure 2-2 The values between these input points will be predicted 

Source: Environmental Systems Research Institute, Inc. (31) 

 

2.3.1 Inverse Distance Weighted (IDW) 

IDW interpolation explicitly implements the assumption that things that 

are close to one another are more alike than those that are farther apart. To predict a 

value for any unmeasured location, IDW will use the measured values surrounding 

the prediction location. Those measured values closest to the prediction location will 

have more influence on the predicted value than those farther away. Thus, IDW 

assumes that each measured point has a local influence that diminishes with distance. 

It weights the points closer to the prediction location greater than those farther away, 

hence the name inverse distance weighted. 

 

The general formula is: 

 
where: 

Z(s0) is the value we are trying to predict for location s0 

N is the number of measured sample point surrounding the prediction 

location that will be used in the prediction. 

λi are the weights assigned to each measured point that we are going to 

use. These weights will decrease with distance. 

Z(si) is the observed value at the location si 
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The formula to determine the weights is the following: 

 
As the distance becomes larger, the weight is reduced by a factor of p. 

s0 , and each of the measured locations, si 

 

The power parameter p influences the weighting of the measured 

location’s value on the prediction location’s value; that is, as the distance increases 

between the measured sample locations and the prediction location, the weight (or 

influence) that the measured point will have on the prediction will decrease 

exponentially. 

The weights for the measured locations that will be used in the 

prediction are scaled so that their sum is equal to 1. 

 

1)   The Power function 

The optimal power (p) value is determined by minimizing the root 

mean square prediction error (RMSPE). The RMSPE is the statistic that is calculated 

from cross-validation. In cross-validation, each measured point is removed and 

compared to the predicted value for that location. The RMSPE is a summary statistic 

quantifying the error of the prediction surface. Geostatistical Analyst tries several 

different power for IDW to identify the power that produces the minimum RMSPE. 

The diagram below (figure 2-3) shows how Geostatistical Analyst calculates the 

optimal power. The RMSPE is plotted for several different powers for the same 

dataset. A curve is fit to the points (a quadratic Local Polynomial equation), and from 

the curve the power that provides the smallest RMSPE is determined as the optimal 

power. 

Weights are proportional to the inverse distance raised to the power 

value p. As a result, as the distance increases, the weights decrease rapidly. How fast 

the weights decrease is dependent on the value for p. If p = 0, there is no decrease 

with distance, and because each weight λi will be the same, the prediction will be the 

mean of all the measured values. As p increases, the weights for distant points 
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decrease rapidly. If the p value is very high, only the immediate few surrounding 

points will influence the prediction. 

 

 
Figure 2-3 Geostatistical Analyst calculates the optimal power 

Source: Environmental Systems Research Institute, Inc. (31) 

 

Geostatistical Analyst uses power functions greater than 1. A p = 2 is known 

as the inverse distance squared weighted interpolation. 

 

2)   The search neighborhood  

Because things that are close to one another are more alike than those 

farther away, as the locations get farther away, the measured values will have little 

relationship with the value of the prediction location. To speed calculations you can 

discount to zero the more distant points with little influence. As a result, it is a 

common practice to limit the number of measured values that are used when 

predicting the unknown value for a location by specifying a search neighborhood. The 

specified shape of the neighborhood restricts how far and where to look for the 

measured values to be used in the prediction. Other neighborhood parameters restrict 

the locations that will be used within that shape. In the following image, five 

measured points (neighbors) will be used when predicting a value for the location 

without a measurement, the yellow point. (figure 2-4) 
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Figure 2-4 Five measured points (neighbors) will be used when predicting a value for 

the location without a measurement 

Source: Environmental Systems Research Institute, Inc. (31) 

 

The shape of the neighborhood is influenced by the input data and 

the surface you are trying to create. If there are no directional influences on the 

weighting of your data, you'll want to consider points equally in all directions. To do 

so, you'll probably want the shape of your neighborhood to be a circle. However, if 

there is a directional influence on your data, such as a prevailing wind, you may want 

to adjust for it by changing the shape of your neighborhood to an ellipse with the 

major axis parallel with the wind. The adjustment for this directional influence is 

justified because you know that locations upwind from a prediction location are going 

to be more similar at remote distances than locations that are perpendicular to the 

wind. 

 

2.3.2 Radial Basis Functions (RBF) 

RBF methods are a series of exact interpolation techniques; that is, the 

surface must go through each measured sample value. There are five different basis 

functions is Thin-plate spline, Spline with tension, Completely regularized spline, 

Multiquadric function and Inverse multiquadric function. 

Each basis function has a different shape and results in a slightly 

different interpolation surface. RBF methods are a form of artificial neural networks. 
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RBFs are conceptually similar to fitting a rubber membrane through the 

measured sample values while minimizing the total curvature of the surface. The 

selected basis function determines how the rubber membrane will fit between the 

values. The diagram below (figure 2-5) demonstrates conceptually how an RBF 

surface fits through a series of elevation sample values. Notice in the cross section 

that the surface passes through the data values. 

 

 
Figure 2-5 Demonstrates conceptually how an RBF surface fits through a series of 

elevation sample values 

Source: Environmental Systems Research Institute, Inc. (31) 

 

Being exact interpolators, the RBF methods differ from the Global and 

Local Polynomial interpolators, which are both inexact interpolators that do not 

require the surface to pass through the measured points. When comparing an RBF to 

the IDW method, another exact interpolator, IDW will never predict values above the 

maximum measured value or below the minimum measured value as you can see in 

the cross section of a transect of sample data below (figure 2-6). 

 

 
Figure 2-6 The cross section of a transect of sample data 

Source: Environmental Systems Research Institute, Inc. (31) 
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However, the RBFs can predict values above the maximum and below 

the minimum measured values as in the cross section below (figure 2-7). 

 

 
Figure 2-7 The minimum measured values as in the cross section 

Source: Environmental Systems Research Institute, Inc. (31) 

 

The optimal parameters are determined using cross validation in a 

similar manner as shown for IDW and Local Polynomial interpolation. 

1)   When to use Radial Basis Functions  

RBFs are used for calculating smooth surfaces from a large number 

of data points. The functions produce good results for gently varying surfaces such as 

elevation. 

The techniques are inappropriate when there are large changes in the 

surface values within a short horizontal distance and/or when you suspect the sample 

data is prone to error or uncertainty 

2)   The concepts behind Radial Basis Functions  

In Geostatistical Analyst, RBFs are formed over each data location. 

An RBF is a function that changes with distance from a location.  

For example, suppose the radial basis function is simply the distance 

from each location, so it forms an inverted cone over each location. If you take a cross 

section of the XZ plane for Y = 5, you will see a slice of each radial basis function. 

Now, suppose you want to predict a value at Y = 5 and X = 7. The value of each 

radial basis function at the prediction location can be taken from the figure above, 

given by the values Φ1, Φ2 , and Φ3, which simply depend on the distance from each 

data location. The predictor is formed by taking the weighted average w1Φ1 + w2Φ2 

+ w3Φ3 + … 
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Now the question is how to determine the weights? So far, you have 

not used the data values at all. The weights w1, w2, w3, and so on, are found by 

requiring that, when the prediction is moved to a location with a measured value, the 

data value is predicted exactly. This forms N equations in N unknowns and can be 

solved uniquely. Thus, the surface passes through the data values, making predictions 

exact. 

The radial basis function in this example is a special case of the 

multiquadric RBF. Geostatistical Analyst also allows you to use other RBFs such as 

completely regularized splines, thin plate splines, splines with tension, and inverse 

multiquadric. Often, the difference between these is not great, but you may have 

reason to choose one or you can try several and use cross-validation to select one. 

Each of the RBFs has a parameter that controls the "smoothness" of the surface. 

For all methods except inverse multiquadric, the higher the 

parameter value, the smoother the map; the opposite is true for inverse multiquadric. 

3)   Spline 

The basic form of the minimum curvature Spline interpolation 

imposes the following two conditions on the interpolant: 

- The surface must pass exactly through the data points.  

- The surface must have minimum curvature the cumulative sum of 

the squares of the second derivative terms of the surface taken over each point on the 

surface must be a minimum.  

The basic minimum curvature technique is also referred to as thin 

plate interpolation. It ensures a smooth (continuous and differentiable) surface, 

together with continuous first-derivative surfaces. Rapid changes in gradient or slope 

(the first derivative) can occur in the vicinity of the data points; hence, this model is 

not suitable for estimating second derivative (curvature). 

The basic interpolation technique can be applied by using a value of 

zero for the {weight} argument to the Spline function. 

The REGULARIZED option modifies the minimization criteria so 

third-derivative terms are incorporated into the minimization criteria. The {weight} 

argument specifies the weight attached to the third-derivative terms during 

minimization, referred to as tau in the literature. Higher values of this term lead to 
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smoother surfaces. Values between 0 and 0.5 are suitable. Using the REGULARIZED 

option ensures a smooth surface together with smooth first-derivative surfaces. This 

technique is useful if the second derivative of the interpolated surface needs to be 

computed. 

The TENSION option modifies the minimization criteria so first-

derivative terms are incorporated into the minimization criteria. The {weight} 

argument specifies the weight attached to the first-derivative terms during 

minimization, referred to as phi in the literature. A weight of zero results in the basic 

thin plate Spline interpolation. Using a larger value of weight reduces the stiffness of 

the plate, and in the limit as phi approaches infinity, the surface approximates the 

shape of a membrane, or rubber sheets, passing through the points. The interpolated 

surface is smooth. First derivatives are continuous but not smooth. 

The Spline function uses the following formula for the surface 

interpolation: 

 
where: 

j = 1, 2, ..., N  

N is the number of points.  

λj are coefficients found by the solution of a system of linear equations.  

rj is the distance from the point (x,y) to thejth point. 

T(x,y) and R(r) are defined differently, depending on the selected option. 

 

For the REGULARIZED option: 

T(x,y) = a1 + a2x + a3y 
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and for the TENSION option: 

T(x,y) = a1 

 
 

where: 

and are the parameters entered at the command line.  

r is the distance between the point and the sample.  

is the modified Bessel function.  

c is a constant equal to 0.577215.  

are coefficients found by the solution of a system of linear equations. 

 

For computational purposes, the entire space of the output raster is 

divided into blocks or regions equal in size. The numbers of regions in x and in y 

directions are the same, and they are rectangular in shape. The number of regions is 

determined by dividing the total amount of points in input point dataset by the value 

specified for the number of points. For data less uniformly distributed, the regions 

may contain a significantly different number of points, with the value for the number 

of points being only the rough average. If in any region, the number of points is 

smaller than eight, the region is expanded until it contains a minimum of eight points. 

 

2.3.3 Kriging 

Kriging methods depend on mathematical and statistical models. The 

addition of a statistical model that includes probability separates kriging methods 

from the deterministic methods described in Deterministic methods for spatial 

interpolation. For kriging, you associate some probability with your predictions; that 

is, the values are not perfectly predictable from a statistical model. Consider the 

example of a sample of measured nitrogen values in a field. Obviously, even with a 

large sample, you will not be able to predict the exact value of nitrogen at some 

unmeasured location. Therefore, you not only try to predict it, but you also assess the 

error of the prediction. 
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Kriging methods rely on the notion of autocorrelation. Correlation is 

usually thought of as the tendency for two types of variables to be related. For 

example, the stock market tends to make positive changes with lower interest rates, so 

it's said that they are negatively correlated. However, the stock market is positively 

autocorrelated, which means it has correlation within itself. In the stock market, two 

values will tend to be more similar if they are only one day apart, as opposed to being 

one year apart. This is related to a basic principle of geography. Things closer 

together tend to be more similar than those that are farther apart. The rate at which the 

correlation decays can be expressed as a function of distance. 

The autocorrelation is a function of distance. This is a defining feature of 

geostatistics. In classical statistics, observations are assumed independent, that is, 

there is no correlation between observations. In geostatistics, the information on 

spatial locations allows you to compute distances between observations and to model 

autocorrelation as a function of distance. 

Also notice that, in general, the stock market goes up with time, and this 

is termed "trend". For geostatistical data you have the same terms, and they are 

expressed in the following simple mathematical formula: 

 

Z(s) =  µ(s) + ε(s),  

 

Where Z(s) is the variable of interest, decomposed into a deterministic 

trend  µ(s) and a random, autocorrelated errors form ε(s). The symbol s simply 

indicates the location; think of it as containing the spatial x- (longitude) and y- 

(latitude) coordinates. Variations on this formula form the basis for all of the different 

types of kriging. Start on the right and move left. 

No matter how complicated the trend in the model is, µ(s) still will not 

predict perfectly. In this case, some assumptions about the error term ε(s) are made; 

namely, you would expect them to be 0 (on average) and that the autocorrelation 

between ε(s) and ε(s + h) does not depend on the actual location s, but only the 

displacement h between the two. This is necessary to ensure replication so you can 

estimate the autocorrelation function. For example, in the following figure 2-8: 
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Figure 2-8 Random errors at location-pairs connected by the arrows are assumed to 

have the same autocorrelation 

Source: Environmental Systems Research Institute, Inc. (31) 

 

Next, examine the trend. It can be a simple constant; that is, µ(s) = m for 

all locations s, and if  µ is unknown, then this is the model on which Ordinary Kriging 

is based. It can also be composed of a linear function of the spatial coordinates 

themselves; for example: 

 µ(s) = ÃŸ0 + ÃŸ1x + ÃŸ2y + ÃŸ3x2 + ÃŸ4y2 + ÃŸ5xy, 

Where this is a second-order polynomial trend surface and is just linear 

regression on the spatial x- and y-coordinates. Trends that vary, and where the 

regression coefficients are unknown, form models for Universal Kriging. Whenever 

the trend is completely known (that is, all parameters and covariates known), whether 

constant or not, it forms the model for Simple Kriging. 

Now, look at the left side of the decomposition, Z(s) =  µ(s) + ε(s). 

Transformations on Z(s) can be performed. For example, it can be changed to an 

indicator variable, where it is 0 if Z(s) is below some value (for example, 0.12 ppm 

for ozone concentration) or 1 if it is above some value. You may want to predict the 

probability that Z(s) is above the threshold value, and predictions based on this model 

form Indicator Kriging. You can make general unspecified transformations of the 

Z(s), and call them fi(Z(s i)) for the ith variable. You can form predictors of functions 

of variables; for example, if you want to predict at location s0, then you form the 

Disjunctive Kriging predictor of g(Z(s 0)) using data fi(Z(s i)). 
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Finally, consider the case where you have more than one variable type, 

and you form the models Zj(s) =  µj(s) + εj(s) for the jth variable type. Here, you can 

consider a different trend for each variable; and besides autocorrelation for the errors 

εj(s), you also have crosscorrelation between the errors εj(s) and εk(s) for the two 

variable types. For example, you can consider the crosscorrelation between two 

variables like ozone concentration and particulate matter, and they need not be 

measured at the same locations. Models based on more than one variable of interest 

form the basis of cokriging. You can form an indicator variable of Z(s), and if you 

predict it using the original untransformed data Z(s) in a cokriging model, you obtain 

Probability Kriging. If you have more than one variable of interest, you can consider 

Ordinary Cokriging, Universal Cokriging, Simple Cokriging, Indicator Cokriging, 

Probability Cokriging, and Disjunctive Cokriging as multivariate extensions of the 

different types of kriging described earlier. 

 

2.4 Related Research 

 

A. N. Kravchenko (32) studied Influence of Spatial Structure on Accuracy of 

Interpolation Methods. The results indicated that regardless of CV values, soil 

properties with a strong spatial structure were mapped more accurately than those that 

had weak spatial structure. Kriging with known variogram parameters performed 

significantly better than the IDW for most of the studied cases (P < 0.01). However, 

when variogram parameters were determined from sample variograms, kriging was as 

accurate as the IDW only for sufficiently large data sets, but was less precise when a 

reliable sample variogram could not be obtained from the data.  

 

Christian Walter, et al. (33) studied Spatial prediction of topsoil salinity in 

the Chelif Valley, lgeria, using local ordinary kriging with local ariograms versus 

whole-area variogram found that a novel form of ordinary kriging, involving the local 

estimation and modelling of the variogram at each prediction site (OKLV), is tested at 

a regional scale on a large data set, in order to adapt to non-uniform spatial structures 

and improve the assessment of the salinity hazard in the lower Chelif Valley, Algeria. 

The spatial variability study was carried out on a 38000 ha area using 5141 topsoil 
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electrical conductivity (EC) measurements systematically sampled on a 250 m by 250 

m grid. Variography analysis confirmed the existence of large trends in the EC 

variability with differing spatial structures between sub-areas. OKLV performed 

better than ordinary kriging with a whole-area variogram (OKWV) in predicting the 

proportion of high saline soils in large blocks, but the predictions appeared mostly 

similar. In contrast, the estimation variance maps revealing the uncertainties of the 

spatial predictions were markedly different between the 2 methods. OKLV integrates 

the local spatial structure in the uncertainty assessment, whereas kriging with a 

whole-area variogram only considers the sampling intensity. Comparison with 

prediction errors on a validation set confirmed the consistency of the OKLV 

prediction variance. This appears to be a major improvement for decision-making 

procedures such as delineating areas where remediation should take place. 

 

Dille, J. Anita, et al. (34) assembled information of the spatial distribution of 

weeds. This study was conducted to compare the performance of four interpolation 

methods, namely Inverse-Distance Weighting (IDW), Ordinary Point Kriging (OPK), 

Minimum surface Curvature (MC), and multiquadric radial basis function (MUL), 

with respect to their ability to map weed-seedling densities. These methods were 

evaluated on data from four weed species, velvetleaf, hemp dogbane, common 

sunflower, and foxtail species, of contrasting biology and infestation levels in corn 

and soybean production fields in Nebraska. Four neighborhood search types were 

compared within each interpolation method, and Search 3 (12 to 16 neighboring 

locations) generated an interpolated surface with the smallest Mean absolute 

difference (MAD) and root mean square (RMS) indicating the highest precision. IDW 

with a power coefficient of p = 4 gave the smallest MAD and RMS, as did a test with 

an elliptical search and no anisotropy. The level of precision of all four interpolation 

methods was very poor for weed species with low infestation levels (> 75% of field 

weed-free; MAD ranged from 100 to 187% of the observed mean density), whereas 

precision was improved for weed species with high infestation levels (< 25% of field 

weed-free; MAD ranged from 45 to 85%). No single interpolator appears to be more 

precise than another. Implications of this study indicate that grid sample spacing and 

quadrate size are more important than the specific interpolation method chosen.  
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Figen Ramirez and C. Vipulanandan (35) studied Interpolation Functions and 

GIS Application for Houston Soils. Interpolations for natural moisture content at the 5 

ft depth by using different methods and accuracy of the methods has been checked. 

Data interpolated using Inverse Distance Weighted, Ordinary Kriging, Universal 

Kriging and Spline methods. Each method was checked with the existing data and 

checked for their accuracy. The result found that the universal kriging was the best 

match for natural moisture content of soil interpolation. 

 

J. Triantafilis, I.O.A. Odeh and A.B. McBratney (36) developed Five 

Geostatistical Models to Predict Soil Salinity from Electromagnetic Induction Data 

Across Irrigated Cotton. Various approaches have been used to estimate soil salinity 

(ECe) at unsampled locations. Some of these approaches are briefly discussed. Of 

these, geostatistical methods such as ordinary kriging (OK1 and OK2), regression 

kriging (RK), three-dimensional kriging (3-DK), and cokriging (Co-K), provide best 

linear unbiased estimates (BLUE). These methods were tested with a raw 

electromagnetic induction instrument (Type EM38) in a soil electrical conductivity 

(ECa) survey, and calibrated ECe data were obtained from an irrigated cotton 

(Gossypium hirsutum L.) growing area in the Edgeroi district of the lower Namoi 

valley, northern New South Wales, Australia. The result found that RK was the best 

performer. This is because of the incorporation of regression residuals within the 

kriging system. Mean and standard deviation of ranks (SDR) showed that Co-K 

performed best against these criteria. 

 

J. Wu, et al (37) improved Prediction and Mapping of Soil Copper by 

Kriging with Auxiliary Data for Cation-Exchange Capacity. In this study compared 

four geostatistical methods as predictors of soil Cu: ordinary kriging (OK), ordinary 

kriging combined with regression (OKR), ordinary cokriging (OCK), and 

standardized ordinary cokriging (SCK). Ordinary kriging utilized data for soil Cu 

only, whereas the other three methods made use of CEC, which served as a secondary 

variable to improve the prediction and mapping of soil Cu. Quantitative predictions of 

soil Cu were tested by partitioning 619 sites of Cu into a training set of 310 sites, 

which was used to build models, and a testing set of 309 sites, which was reserved to 
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test predictions derived from the training set. All three of the methods utilizing CEC 

data improved predictions substantially in comparison to OK. A larger data set 

containing data for soil Cu, CEC, or both was compiled from several comparable 

sources to prepare maps of Cu in soils of the 18 counties of northern North Dakota. 

These maps, based on data for 1002 sites within northern North Dakota, were quite 

similar for the three kriging methods which used data for both Cu and CEC, but 

different from the map derived from OK. Thus, the differences among the maps for 

soil Cu were consistent with our conclusion that the prediction of soil Cu was 

substantially improved by the use of CEC as an auxiliary variable.  

 

Larisa Pozdnyakova and Renduo Zhang (38) studies Geostatistical Analyses 

of Soil Salinity in a Large Field. This study, geostatistical methods, kriging and 

cokriging, were applied to estimate sodium adsorption ratio (SAR) in a 3375 ha 

agricultural field. In cokriging, more easily measured data of electrical conductivity 

(EC) were incorporated to improve the estimation of SAR. The estimated spatial 

distributions of SAR using the geostatistical methods with various reduced data sets 

were compared with the extensive salinity measurements in the large field. The results 

suggest that sampling cost can be dramatically reduced and estimation can be 

significantly improved using cokriging. Compared with the kriging results using total 

SAR data, cokriging with reduced data sets of SAR improves the estimations greatly 

by reducing mean squared error and kriging variance up to 70% and increasing 

correlation of estimates and measurements about 60%. The sampling costs for SAR 

estimation can be reduced approximately by 80% using extensive EC data together 

with a small portion of SAR data in cokriging. 

 

T. G. Mueller, et al. (39) studies entitled Map Quality for Ordinary Kriging 

and Inverse Distance Weighted Interpolation. Soil samples were collected on 30.5-m 

grids for fields in five Kentucky counties and analyzed for pH, buffer pH, P, K, Ca, 

and Mg. From these data sets, 61-m grid subsets were extracted. Data were 

interpolated with IDW and kriging procedures. Prediction efficiency (PE) was 

determined using an independent dataset (PEvalidation) and with cross-validation 

(PEcross-validation). Multiple stepwise regression was used to develop models that 
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described the relative performance of Ordinary Kriging and IDW with statistical 

properties of the data. At the 30.5-m grid scale, the performance of Ordinary Kriging 

relative to IDW improved as the range of spatial correlation increased and fit of the 

semivariogram model improved. However, at the 61.0-m grid scale, the performance 

of Ordinary Kriging relative to IDW diminished as the degree of spatial structure 

increased and the fit of the semivariogram model improved. Alone, PEcross-

validation poorly describes the performance of PEvalidation across locations, soil 

properties, and sampling intervals (r2 = 0.18). However, in combination with the 

range of spatial correlation, substantial variability at the 30.5-m grid scale was 

described for variables with sample semivariograms that reached plateaus (R2 = 0.61). 

In some situations, better decisions will be made regarding the use of these methods 

by considering the range of spatial correlation and cross-validation statistics.  

 

Ten-Lin Liu, Kai-Wei Juang and Dar-Yuan Lee (40) studied Interpolating Soil 

Properties Using Kriging Combined with Categorical Information of Soil Maps. In 

this study, map units were used to group sampled observations, and the variation in 

soil properties was separated into two parts: (i) between soil types and (ii) within each 

soil type. A Kriging model combined with soil map–delineation, taking into account 

the variation components of soil type effect and residual, was proposed. A comparison 

of performance of Kriging combined with Soil Map–Delineation (KSMD) and 

Ordinary Kriging (OK) was performed to assess the feasibility of KSMD for 

improving the interpolation of soil properties. The spatial variation components of soil 

type effect and residual were thus determined for KSMD. When comparing KSMD 

and OK, the mean errors of KSMD and OK estimations were similar. However, 

decreases in estimation of imprecision for KSMD relative to OK (DIP %) for the 127 

validation locations for sand, silt, and clay contents; pH; and Mehlich-3 Ca and P 

were 34, 40, 48, 20, 42, and 3%, respectively. These results suggested that the 

proposed KSMD method could use the information of soil map-delineation to 

increase precision of the interpolation of soil properties. 
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2.5 Study Area 

 

 The study area (figure 2-9) is located in Khorat plateau. The major 

characteristic of this plateau consists of sand stone and sodium chloride (NaCl) in salt 

layer (27). The salt layer in Maha Sarakham formation that salt can infill to the top 

surface by anticline (a fold is convex up or to the youngest beds) and salt dome  and 

found salt layer distribute in Maha Sarakham formation (Pliocene-Paleocene epoch) 

(12). 

Soil characteristics is soil formed from transported materials or local alluvium 

on flood plain (levee and back swamp), valley flat, alluvial fans and terraces (41) and 

mostly of  land use in the study areas is paddy field. 

Climate of the study area is classified as a Tropical savannah climate “Aw” 

(41). Rainy season counting from May to mid-October, heavy rain occurred during 

August to October by the influence of Southeast Monsoon from Indian Ocean. In 

2002, annual average rain was 1,085.2 mm. with totally 127 rain days. Maximum rain 

day measured in September was up to 298.8 mm. On the other hand, minimum rain 

was in November with only 0.7 mm. in 22 days. In the winter from November to 

March, the climate was influenced by Northeast Monsoon which is a winter wind 

from China. Summer counted from February to May. An average temperature was 

maximum 37.2 Co in April and minimum 14.6 Co in January. In addition an average 

relative humidity minimum was 22.4% and maximum was 30.2% (42).  

The study site was component by:  

- Plain: located in Non Ta Then sub-district, Non Daeng district, Nakhon 

Ratchasima province 

- Low terrace: located in Thung Sawang sub-district, Prathai district, Nakhon 

Ratchasima province 

- Middle terrace: located in Prathai sub-district, Prathai district, Nakhon 

Ratchasima province 
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Figure 2-9 Map of study area 
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CHAPTER III 

RESEARCH METHODLOGY 
 

3.1 Tools and Equipment 

 

The important tools and equipment for this research are as follows: 

 

3.1.1 Map Data and Geographic Information System Data 

1) Topographic map scale 1:50,000 of Royal Thai Survey Department 

(Sheet: 5539I, 5539IV and 5540III), 

2) Soil map scale 1:50,000 and soil survey report of Land Development 

Department, 

3) Salt affected soil map scale 1:100,000 of Land Development 

Department, 

4) GIS data of Department of Environmental Quality Promotion. 

 

3.1.2 Equipment and Chemicals for Soil Sampling Analysis 

1) Equipment for navigator: GPS receiver and compass 

2) Soil sampling equipment: soil drilling equipment and soil sampling bag 

3) Soil sample preparation equipment: soil digests equipment 

4) Chemical and equipment for soil properties analysis 

 

3.1.3 Geographical Information Data Processing System 

1) Laptop Computer: CPU 1.6 GHz, RAM 512 MB, hard disk 80 GB, 

graphics memory 128 MB and other components 

2) Operation system: Microsoft window XP Professional 

3) GIS application software: ESRI ArcGIS Desktop Version 9.1 (with 

Geostatistical Analyst Extension) 
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3.2 Methodology 

 

System Development Life Cycle (SDLC) was applied for this research. Thus, 

the component of SDLC included 1) Problem definition, 2) Interpolation analysis, 3) 

The sampling area and 4) Implementation. The detail as follows: 

 

 3.2.1 Problem Definition 

Researcher reviewed the saline soil map making and found that LDD 

(1997) make salt-affected soil map in northeastern Thailand from aerial photos and 

ground surveys. The volume of saline was estimated by soil surveyors. However, the 

validity was depended on experience of surveyors. 

Researcher realized on this issue and the value of a property between 

data points can be interpolated only by fitting some plausible model of variation to the 

values at the data points and then calculating the values at the desired location. The 

problem of interpolation is thus a problem of selected a plausible model to site the 

data.  

Which soil problems like saline soil have occurred extensively in 

northeastern Thailand, especially in Khorat basin area was counted as a salt-affected 

zone. Thus, Khorat basin area is interesting site for studying about saline soil. 

 

 3.2.2 Interpolated Analysis 

The researcher selected a plausible interpolation method to estimating 

salinity soil level in a small area from literature review. The methods of interpolation 

of GIS which selected for this research are Completely Regularized Spline, Spline 

with tension, Inverse Distance Weighting, Ordinary Kriging, Simple Kriging and 

Disjunctive Kriging. The study area was divided as topography characteristics; plain, 

low terrace and middle terrace for an agent of the each topography characteristics in 

the study area. The tool in this research is GIS by applying it with ESRI ArcGIS 

Desktop Version 9.1 (with Geostatistical Analyst Extension). 
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3.2.3 The Sampling Area 

1)  Study site 

Study sites for soil sampling by using the map and GIS data. The soil 

sampling site was divided regarding topography characteristics; plain, low terrace, 

and middle terrace. 

2)  Soil sampling point 

For each study sites was sampling by grid size (200x200 m.) and 

each site cover 1 km2. The sampling site was divided in 2 types; training point and 

reference point for 36 points and 6 to 12 samples respectively. And specify the 

sampling at depth level 0-5 cm. 

 

3.2.4 Implementation 

1)  Study characteristics of the study site 

Study characteristics of the study site in the each study site which it 

assembles with land use, land coverage and area connected. 

2)  Soil sampling 

Soil samplings follow design soil sampling point in the each study 

site by using GPS and compass for specifies the sampling point position and soil 

samplings by drilling equipments and sampling bag. 

3)  Soil laboratory analysis 

The soil properties analysis in laboratory for this research is: 

- Electrical Conductivity (ECe) with soil saturation extract 

- Texture 

- Moisture 

- Organic matter (OM) 

- Soil reaction (pH) 

- Soluble Cations; Sol. Na+, Ca++, Mg++ and K+ 

- Sodium Absorption Ratio (SAR) 
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4)  Spatial data analysis by GIS 

Spatial data analysis by GIS using ESRI ArcGIS Desktop Version 

9.1 (with Geostatistical Analyst Extension) in the implementation is described as 

follows: 

- Input co-ordinates sampling site data from field sampling as GIS 

data type. 

- Input soil properties analysis results as GIS data type and concerned 

with sampling site data. 

- Data analyze by using training point and 6 interpolation methods of 

GIS are Completely Regularized Spline method, Spline with tension method, Inverse 

Distance Weighting method, Ordinary Kriging method, Simple Kriging method and 

Disjunctive Kriging method. 

5)  Verification of each interpolation method 

The interpolation results were verified by Mean Absolute Percent 

Error (MAPE) method. It will ensure by the reference point and report as percent of 

deviation. The equation of MAPE can be expressed as below. 

 

100||1
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−

= ∑
=

N

i i

ii

T
FT

N
MAPE

 
 

where: N   is   Number of Data 

  T    is   Target Data 

F    is   Forecast Data 

 

6)  Conclusion 

- Compare and conclude the interpolation method at suitable for 

estimating soil salinity of the each study area. 

- Produce the soil salinity map of the each study area. 
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  Stage 1: Problem Definition

  Stage 2: Interpolated Analysis
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  Stage 4: Implementation
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- Problem of suitable interpolation      
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Figure 3-1  Research methodology of Application of Geographic Information System 

and Interpolation Methods for Estimating Soil Salinity in Nakhon 

Ratchasima Province 
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CHAPTER IV 

RESULTS 

 

Application of Geographic Information System and Interpolation Methods for 

Estimating Soil Salinity in Nakhon Ratchasima Province aimed to study soil 

properties and compare the different of Interpolation methods for estimate soil 

salinity. The study area was divided into 3 parts according to its topography; plain, 

low terrace, and middle terrace. The results of this study were showed in 

characteristics of study area, soil salinity interpolation, soil properties analysis, 

validation of interpolation methods and soil salinity map as discussed below. 

 

4.1 Characteristics of Study Area 

 

 4.1.1 Plain 

The plain study site was located in Non Ta Then sub-district, Non Daeng 

district. Most of this area is paddy field. The North and Northeast are scrub. The East 

and Southeast connected with highway no. 2 and grove wood. The Northwest and 

Southwest are small swamp, scrub, and lay with high voltage electricity line. 

The North in study site area is scrub. The West, East, and middle to 

Southeast were covered with grass. Other study site area was clearly found soil stain 

on the soil surface as shown in figure 4-1. 

 



Poramet Wattaya Results / 36

 
Figure 4-1 Characteristics of the plains in the study area (dry season, April 2004) 

 

 4.1.2 Low Terrace  

The low terrace study site was located in Thung Swang sub-district, 

Prathai district. All of this area is paddy field. The Northwestern area connected with 

highway no. 207. The East connected with Ban Khi Lek School and scrub. 

The western in study site area found paddy stubble (left after harvesting). 

And the eastern of study site area found grove wood. The rest areas covered with 

grass and bare soil as shown in figure 4-2. 
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Figure 4-2 Characteristics of the low terrace in the study area (dry season, April 2004) 

 

4.1.3 Middle Terrace 

Middle terrace of the study area is situated in paddy fields in the area of 

Prathai sub-district, Prathai district. The northwestern area connected to highway No. 

207 and the eastern area closed to grove wood. 

The northwestern in study site area found small scrub and the whole area 

was also covered with grass as shown in figure 4-3. 
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Figure 4-3 Characteristics of the middle terrace in the study area (dry season, April 

2004) 

 

4.2 Soil Properties Analysis 

 

4.2.1 Plain 

The results of soil properties analysis in plain areas from all 48 sampling 

points divided into 36 training points and 12 reference points will be shown in figure 

4-4, table 4-1 and table 4-2. 
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Figure 4-4 Map of soil salinity level of sampling points in plain areas 
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According to the results of the analysis in plain areas, most sampling 

points found level of salinity as moderately salinity and very strongly salinity. Soil 

textures were generally medium-textured soils and moisture was 8.44% in average. 

An amount of organic matter (OM) in soil was approximately 6.04 g/kg as well as soil 

reaction (pH) was between 4.1 to 8.2 which mostly had soluble cations with high 

sodium chloride (NaCl). The ratio of Sodium Absorption Ratio (SAR) in soil was 

ranged between 9.02 to 115.62, normally counted as saline-sodic soil and saline soil. 

Surface areas were covered mainly with grass. 

 

4.2.2 Low Terrace  

The results of soil properties analysis in low terrace areas from all 48 

sampling points divided into 36 training points and 12 reference points will be shown 

in figure 4-5, table 4-3 and table 4-4. 
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Figure 4-5 Map of soil salinity level of sampling points in low terrace areas 
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According to the results of the analysis in low terrace areas, most 

sampling points found level of salinity as moderately salinity. Soil textures were 

generally coarse-textured soils and moisture was 9.16% in average. An amount of 

organic matter (OM) in soil was approximately 6.38 g/kg as well as soil reaction (pH) 

was between 3.7 to 8.2 which mostly had soluble cations with high sodium chloride 

(NaCl). The ratio of Sodium Absorption Ratio (SAR) in soil was ranged between 9.52 

to 118.63, normally counted as saline-sodic soil and saline soil. Surface areas were 

covered mainly with grass. 

 

4.2.3 Middle Terrace 

The results of some soil properties analysis in middle terrace areas from 

all 48 sampling points divided into 36 training points and 12 reference points will be 

shown in the figure 4-6, table 4-5 and table 4-6. 
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Figure 4-6 Map of soil salinity level of sampling points in middle terrace areas 
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According to the results of the analysis in middle terrace areas, most 

sampling points found level of salinity as slightly salinity and non salinity. Soil 

textures were generally fine-textured soils and moisture was 10.65% in average. An 

amount of organic matter (OM) in soil was approximately 8.23 g/kg as well as soil 

reaction (pH) was ranged from 3.7 to 8.3 which mostly had soluble cations with high 

sodium chloride (NaCl). The ratio of Sodium Absorption Ratio (SAR) in soil was 

ranged from 6.11 to 62.61, normally counted as normal soil. Surface areas were 

covered mainly with grass. 

 

4.3 Soil Salinity Interpolation 

 

4.3.1 Plain 

Soil salinity interpolation in plain areas using data from 36 training 

points in interpolation could divide soil salinity level into 6 methods as shown in 

figure 4-7 and table 4-7 
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Figure 4-7 Map of results of soil salinity interpolation in plain areas 
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Table 4-7 The results of soil salinity interpolation in plain areas 
Completely Regularized Spline  Ordinary Kriging 

Salinity level Area (m2) % of Area  Salinity level Area (m2) % of Area 
Non salinity 180,061.09 18.01  Non salinity 18,639.84 1.86 

Slightly salinity 96,238.12 9.62  Slightly salinity 42,594.78 4.26 
Moderately salinity 191,031.58 19.1  Moderately salinity 211,263.59 21.13 

Strongly salinity 216,186.36 21.62  Strongly salinity 453,056.52 45.31 
Very strongly salinity 316,482.85 31.65  Very strongly salinity 274,445.27 27.44 

Total 1,000,000.00 100  Total 1,000,000.00 100 
       
Spline with tension  Simple Kriging 

Salinity level Area (m2) % of Area  Salinity level Area (m2) % of Area 
Non salinity 180,061.09 18.01  Non salinity 10,965.05 1.1 

Slightly salinity 96,238.12 9.62  Slightly salinity 36,481.98 3.65 
Moderately salinity 191,031.58 19.1  Moderately salinity 242,366.10 24.24 

Strongly salinity 216,186.36 21.62  Strongly salinity 427,133.92 42.71 
Very strongly salinity 316,482.85 31.65  Very strongly salinity 283,052.95 28.31 

Total 1,000,000.00 100  Total 1,000,000.00 100 
       
Inverse Distance Weighting  Disjunctive Kriging 

Salinity level Area (m2) % of Area  Salinity level Area (m2) % of Area 
Non salinity 3,462.30 0.35  Non salinity 48,643.83 4.86 

Slightly salinity 14,716.27 1.47  Slightly salinity 66,005.01 6.6 
Moderately salinity 187,767.23 18.78  Moderately salinity 270,260.48 27.03 

Strongly salinity 536,007.37 53.6  Strongly salinity 331,864.59 33.19 
Very strongly salinity 258,046.83 25.8  Very strongly salinity 283,226.09 28.32 

Total 1,000,000.00 100  Total 1,000,000.00 100 
 

The results for each method of soil salinity interpolation in plain areas 

could be summarized as follows: 

 

1)   Completely Regularized Spline 

Salinity level could be divided as: 

- Non salinity 180,061.09 m2 or 18.01% of the study site found 

extensively in the North, South, West and East in the study site. 

- Slightly salinity 96,238.12 m2 or 9.62% of the study site found 

radially around Non salinity area. 

- Moderately salinity 191,031.58 m2 or 19.10% of the study site 

found channel characteristic area between strongly salinity and slightly salinity areas. 

- Strongly salinity 216,186.36 m2 or 21.62% of the study site found 

radially around very strongly salinity area. 

- Very strongly salinity 316,482.85 m2 or 31.65% of the study site 

found extensively in northwestern, southwestern, northeastern, and southeastern areas 

respectively. Besides, it can be found in small areas in the South of the study site. 
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2)   Spline with tension 

Salinity level could be divided as: 

- Non salinity 180,061.09 m2 or 18.01% of the study site found 

extensively in the North, West, South and East in the study site.  

- Slightly salinity 96,238.12 m2 or 9.62% of the study site found 

radially around non salinity area.  

- Moderately salinity 191,031.58 m2 or 19.10% of the study site 

found channel characteristic area between strongly salinity and slightly salinity areas. 

- Strongly salinity 216,186.36 m2 or 21.62% of the study site found 

radially around very strongly salinity area. 

- Very strongly salinity 316,482.85 m2 or 31.65% of the study site 

found extensive area in northwestern, southwestern, northeastern, and southeastern 

study sites respectively. Besides it can be found in small areas in the South of the 

study site. 

 

3)   Inverse Distance Weighting 

Salinity level could be divided as: 

- Non salinity 3,462.30 m2 or 0.35% of the study site found in small 

areas in the North of the study site.  

- Slightly salinity 14,716.27 m2 or 1.47% of the study site found 

radially around non salinity area in the North of the study site. Besides they were 

found in some small areas in the North and the West of the study site. 

- Moderately salinity 187,767.23 m2 or 18.78% of the study site 

found extensively in the West and the North of the study site. Besides it could also be 

found in small areas throughout the study site. 

- Strongly salinity 536,007.37 m2 or 53.60% of the study site found 

largely and continuously in the whole area. Other salinity level could generally be 

found inside moderate saline areas.  

- Very strongly salinity 258,046.83 m2 or 25.80% of the study site 

found extensively in northwestern, southeastern and northeastern study site. Besides 

they were found in some small areas in the Southwest and the South of the study site.  
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4)   Ordinary Kriging 

Salinity level could be divided as: 

- Non salinity 18,639.84 m2 or 1.86% of the study site found small 

areas in the North of the study site.  

- Slightly salinity 42,594.78 m2 or 4.26% of the study site found 

radially around non salinity area in the North of the study site. Besides they were 

found in some small areas in the West of the study site. 

- Moderately salinity 211,263.59 m2 or 21.13% of the study site 

found radially around slightly salinity area in the West and the North of the study site. 

And it also found extensively and horizontally from the Central to the Southeast of the 

study site. Besides they were found in some small areas in the East and the Southwest 

of the study site. 

- Strongly salinity 453,056.52 m2 or 45.31% of the study site found 

channel characteristic between very strongly salinity area and moderately salinity 

area. 

- Very strongly salinity 274,445.27 m2 or 27.44% of the study site 

found extensively in northwestern, southeastern and northeastern study sites. Besides 

they were found in some small areas in the South and the Southwest of the study site. 

 

5)   Simple Kriging 

Salinity level could be divided as: 

- Non salinity 10,965.05 m2 or 1.10% of the study site found small 

areas in the North of the study site.  

- Slightly salinity 42,594.78 m2 or 3.65% of the study site found 

radially around non salinity area in the North of the study site.  

- Moderately salinity 242,366.10 m2 or 24.24% of the study site 

found radially around slightly salinity area in the North and the West of the study site. 

And it also found extensively and horizontally from the Central to the Southeast of the 

study site. Besides they were found in some small areas in the East and the Southwest 

of the study site.  
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- Strongly salinity 427,133.92 m2 or 42.71% of the study site found 

channel characteristic between very strongly salinity area and moderately salinity 

area. 

- Very strongly salinity 283,052.95 m2 or 28.31% of the study site 

found extensively in northwestern, southeastern and northeastern study sites. Besides 

they were found in some small areas in the South and the Southwest of the study site. 

 

6)   Disjunctive Kriging 

Salinity level could be divided as: 

- Non salinity 48,643.83 m2 or 4.86% of the study site found 

extensively in the North of the study site.  

- Slightly salinity 66,005.01 m2 or 6.60% of the study site found 

extensively in the West of the study site and found radially around non salinity area in 

the North of the study site. Besides they were found in small areas in the East of the 

study site. 

- Moderately salinity 270,260.48 m2 or 27.03% of the study site 

found extensively and horizontally from northern and southern study site and found 

radially around slightly salinity area in the West and the East of the study site.   

- Strongly salinity 331,864.59 m2 or 33.19% of the study site found 

extensive channel characteristic between Very strongly salinity area and moderately 

salinity area. 

- Very strongly salinity 283,226.09 m2 or 28.32% of the study site 

found extensively in northwestern, southeastern and northeastern study sites. Besides 

they were found in some small areas in the South and the Southwest of the study site. 

 

The study results found that methods of Completely Regularized Spline 

and Spline with tension are relatively similar in very strongly salinity areas which are 

large areas in northwestern, southeastern, northeastern and southwestern study site. 

Non salinity areas are found in the North, South, East, West and Central of the study 

site. And in slightly salinity to very strongly salinity areas found radially between 

very strongly salinity and non salinity areas. 
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Ordinary Kriging, Simple Kriging and Disjunctive Kriging methods 

were resulted relatively similar and likely similar to Completely Regularized Spline 

and Spline with tension. But they had more details of salinity levels. Inverse Distance 

Weighting method was resulted differently from mentioned methods. Most areas were 

moderately salinity areas and some other salinity levels intruded into the areas in 

small areas. 

 

4.3.2 Low Terrace 

 

The result of soil salinity interpolation in low terrace areas using data 

from 36 training points in interpolation could divide soil salinity level into 6 methods 

as shown in figure 4-8 and table 4-8 
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Figure 4-8 Map of results of soil salinity interpolation in low terrace areas 
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Table 4-8 The results of soil salinity interpolation in low terrace areas 
Completely Regularized Spline  Ordinary Kriging 

Salinity level Area (m2) % of Area  Salinity level Area (m2) % of Area 
Non salinity 7459.83 0.75  Non salinity 0.00 0.00 

Slightly salinity 76314.55 7.63  Slightly salinity 74303.82 7.43 
Moderately salinity 290434.39 29.04  Moderately salinity 211290.30 21.13 

Strongly salinity 326680.27 32.67  Strongly salinity 416717.30 41.67 
Very strongly salinity 299110.96 29.91  Very strongly salinity 297688.58 29.77 

Total 1000000.00 100.00  Total 1000000.00 100.00 
       
Spline with tension  Simple Kriging 

Salinity level Area (m2) % of Area  Salinity level Area (m2) % of Area 
Non salinity 2883.94 0.29  Non salinity 0.00 0.00 

Slightly salinity 68048.82 6.80  Slightly salinity 40327.20 4.03 
Moderately salinity 262098.85 26.21  Moderately salinity 250575.00 25.06 

Strongly salinity 371623.17 37.16  Strongly salinity 418549.53 41.85 
Very strongly salinity 295345.22 29.53  Very strongly salinity 290548.27 29.05 

Total 1000000.00 100.00  Total 1000000.00 100.00 
       
Inverse Distance Weighting  Disjunctive Kriging 

Salinity level Area (m2) % of Area  Salinity level Area (m2) % of Area 
Non salinity 5408.03 0.54  Non salinity 0.00 0.00 

Slightly salinity 54488.66 5.45  Slightly salinity 49388.26 4.94 
Moderately salinity 278953.39 27.90  Moderately salinity 231901.92 23.19 

Strongly salinity 361623.49 36.16  Strongly salinity 416587.50 41.66 
Very strongly salinity 299526.43 29.95  Very strongly salinity 302122.32 30.21 

Total 1000000.00 100.00  Total 1000000.00 100.00 
 

The results for each method of soil salinity interpolation in low terrace 

areas could be summarized as follows: 

 

1)   Completely Regularized Spline 

Salinity level could be divided as: 

- Non salinity 7,459.83 m2 or 0.75% of the study site found in some 

small areas in the East of the study site. 

- Slightly salinity 76,314.55 m2 or 7.63% of the study site found 

extensively in the East of the study site. Besides, they were found in some small areas 

in the West of the study site. 

- Moderately salinity 290,434.39 m2 or 29.04% of the study site 

found extensively and horizontally from northeastern to southeastern study site. 

Besides they were found in some small areas in the North, West, East and South of 

the study site. 
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- Strongly salinity 326,680.27 m2 or 32.67% of the study site found 

extensively and horizontally from northern to southern study site. Besides they were 

found in some small areas in the West of the study site. 

- Very strongly salinity 299,110.96 m2 or 29.91% of the study site 

found extensively and horizontally from western to northwestern study site. Besides 

they were found in some small areas in the Central and South of the study site. 

 

2)   Spline with Tension 

Salinity level could be divided as: 

- Non salinity 2,883.94 m2 or 0.29% of the study site found in some 

small areas in the East of the study site. 

- Slightly salinity 68,048.82 m2 or 6.8% of the study site found 

extensively in the East of the study site.  

- Moderately salinity 262,098.85 m2 or 26.21% of the study site 

found extensively and horizontally from northeastern to southeastern study site. 

Besides they were found in some small areas in the North, West, East and South of 

the study site. 

- Strongly salinity 371,623.17 m2 or 37.16% of the study site found 

extensively and horizontally from northern to southern study site. Besides they were 

found in some small areas in the West of the study site. 

- Very strongly salinity 295,345.22 m2 or 29.53% of the study site 

found extensively and horizontally from western to northwestern study site. Besides 

they were found in some small areas in the Central and South of the study site. 

 

3)   Inverse Distance Weighting 

Salinity level could be divided as: 

- Non salinity 5,408.03 m2 or 0.54% of the study site found in some 

small areas in the East of the study site. 

- Slightly salinity 54,488.66 m2 or 5.45% of the study site found 

extensively in the East of the study site. Besides they were found in some small areas 

in the West of the study site. 
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- Moderately salinity 278,953.39 m2 or 27.9% of the study site found 

extensively and horizontally from northeastern to southeastern study site. Besides 

they were found in some small areas in the North, West, East and South of the study 

site. 

- Strongly salinity 361,623.49 m2 or 36.16% of the study site found 

extensively and horizontally from northern to southern and also covered to eastern 

study site. Besides they were found in some small areas in the West of the study site. 

- Very strongly salinity 299,526.43 m2 or 29.9 % of the study site 

found extensively and horizontally from western to northwestern study site. Besides 

they were found in some small areas in the Central and South of the study site. 

 

4)   Ordinary Kriging 

Salinity level could be divided as: 

- Slightly salinity 74,303.82 m2 or 7.43% of the study site found in 

some small areas in the East. 

- Moderately salinity 211,290.30 m2 or 21.13% of the study site 

found extensively and horizontally from northeastern to southeastern study site. 

Besides they were found in some small areas in the North of the study site. 

- Strongly salinity 416,717.30 m2 or 41.67% of the study site found 

extensively and horizontally from northern to southern and also covered to eastern 

study site. 

- Very strongly salinity 297,688.58 m2 or 29.77% of the study site 

found extensively and horizontally from western to northwestern study site. Besides 

they were found in some small areas in the South of the study site. 

 

5)   Simple Kriging 

Salinity level could be divided as: 

- Slightly salinity 40,327.20 m2 or 4.03% of the study site found in 

some large areas in the East of the study site. 

- Moderately salinity 250,575.00 m2 or 25.06% of the study site 

found extensively and horizontally from northeastern and eastern to southeastern 

study site. Besides they were found in some small areas in the North of the study site. 
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- Strongly salinity 418,549.53m2 or 41.85% of the study site found 

extensively and horizontally from northern to southern and also covered to eastern 

study site. 

- Very strongly salinity 290,548.27 m2 or 29.05% of the study site 

found extensively and horizontally from western to northwestern study site. Besides 

they were found in some small areas in the South of the study site. 

 

6)   Disjunctive Kriging 

Salinity level could be divided as: 

- Slightly salinity 49,388.26m2 or 4.94 %of the study site found in 

some large areas in the East of the study site. 

- Moderately salinity 231,901.92 m2 or 23.19% of the study site 

found extensively and horizontally from northeastern and eastern to southeastern 

study site. Besides they were found in some small areas in the North of the study site. 

- Strongly salinity 416,587.50 m2 or 41.66% of the study site found 

extensively and horizontally from northern to southern and also covered to eastern 

study site. 

- Very strongly salinity 302,122.32 m2 or 30.21% of the study site 

found extensively and horizontally from western to northwestern study site. Besides 

they were found in some small areas in the South of the study site. 

 

The study results found that methods of Completely Regularized Spline, 

Spline with tension and Inverse Distance Weighting are relatively similar. The very 

strongly salinity to non salinity areas were rearranged orderly from very strongly 

salinity areas in the West to non salinity areas in the East. On top of that the results 

from these three methods provided more details of salinity level. 

Furthermore, Ordinary Kriging, Simple Kriging and Disjunctive Kriging 

methods were also resulted relatively similar. The areas with very strongly salinity 

and slightly salinity were rearranged orderly from very strongly salinity areas in the 

West to slightly salinity areas in the East. On top of that non salinity areas were not 

found in the results of the three methods. 
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4.3.3 Middle Terrace 

 

The result of soil salinity interpolation in middle terrace areas using data 

from 36 training points in interpolation could divide soil salinity level into 6 methods 

as shown in figure 4-9 and table 4-9 
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Figure 4-9 Map of results of soil salinity interpolation in middle terrace areas 
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Table 4-9 The results of soil salinity interpolation in middle terrace areas 
Completely Regularized Spline  Ordinary Kriging 

Salinity level Area (m2) % of Area  Salinity level Area (m2) % of Area 
Non salinity 255806.98 25.58  Non salinity 147931.20 14.79 

Slightly salinity 669298.86 66.93  Slightly salinity 852068.80 85.21 
Moderately salinity 74894.16 7.49  Moderately salinity 0.00 0.00 

Strongly salinity 0.00 0.00  Strongly salinity 0.00 0.00 
Very strongly salinity 0.00 0.00  Very strongly salinity 0.00 0.00 

Total 1000000.00 100.00  Total 1000000.00 100.00 
       
Spline with tension  Simple Kriging 

Salinity level Area (m2) % of Area  Salinity level Area (m2) % of Area 
Non salinity 225356.29 22.54  Non salinity 105837.98 10.58 

Slightly salinity 717603.99 71.76  Slightly salinity 894162.02 89.42 
Moderately salinity 57039.72 5.70  Moderately salinity 0.00 0.00 

Strongly salinity 0.00 0.00  Strongly salinity 0.00 0.00 
Very strongly salinity 0.00 0.00  Very strongly salinity 0.00 0.00 

Total 1000000.00 100.00  Total 1000000.00 100.00 
       
Inverse Distance Weighting  Disjunctive Kriging 

Salinity level Area (m2) % of Area  Salinity level Area (m2) % of Area 
Non salinity 333769.04 33.38  Non salinity 137499.68 13.75 

Slightly salinity 623043.90 62.30  Slightly salinity 862500.32 86.25 
Moderately salinity 43187.06 4.32  Moderately salinity 0.00 0.00 

Strongly salinity 0.00 0.00  Strongly salinity 0.00 0.00 
Very strongly salinity 0.00 0.00  Very strongly salinity 0.00 0.00 

Total 1000000.00 100.00  Total 1000000.00 100.00 
 

The results for each method of soil salinity interpolation in middle 

terrace areas could be summarized as follows: 

 

1)   Completely Regularized Spline 

Salinity level could be divided as: 

- Non salinity 255,806.98 m2 or 25.58% of the study site found in 

large areas ranged horizontally from northern to western. Besides, they were found in 

some small areas in the North, South and East of the study site. 

- Slightly salinity 669,298.86 m2 or 66.93% of the study site found in 

large areas covered mostly throughout the study site in the East of the study site.  

- Moderately salinity 74,894.16 m2 or 7.49% of the study site found 

in some small areas in the Southeast of the study site. 
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2)   Spline with tension 

Salinity level could be divided as: 

- Non salinity 225,356.29 m2 or 22.54% of the study site found in 

large areas ranged horizontally from northern to western. Besides, they were found in 

some small areas in the North, South and East of the study site. 

- Slightly salinity 717,603.99 m2 or 71.76% of the study site found in 

large areas mostly throughout the study site in the East.  

- Moderately salinity 57,039.72 m2 or 5.7% of the study site found in 

some small areas in the Southeast of the study site. 

 

3)   Inverse Distance Weighting 

Salinity level could be divided as: 

- Non salinity 333,769.04 m2 or 33.38% of the study site found in 

large areas ranged horizontally from northern to western. Besides, they were found in 

some small areas in the North, South and East of the study site. 

- Slightly salinity 623,043.90 m2 or 62.3% of the study site found in 

large areas mostly throughout the study site in the East.  

- Moderately salinity 43,187.06 m2 or 4.32% of the study site found 

in some small areas in the Southeast of the study site. 

 

4)   Ordinary Kriging 

Salinity level could be divided as: 

- Non salinity 147,931.20 m2 or 14.79% of the study site found in 

large areas ranged horizontally from northern to western. Besides, they were found in 

some small areas in the North, South and East of the study site. 

- Slightly salinity 852,068.80 m2 or 85.21% of the study site found in 

large areas mostly throughout the study site in the East.  
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5)   Simple Kriging 

Salinity level could be divided as: 

- Non salinity 105,837.98 m2 or 10.58% of the study site found in 

large areas ranged horizontally from northern to western. Besides, they were found in 

some small areas in the North, South and East of the study site. 

- Slightly salinity 894,162.02 m2 or 89.42% of the study site found in 

large areas mostly throughout the study site in the East.  

 

6)   Disjunctive Kriging 

Salinity level could be divided as: 

- Non salinity 137,499.68 m2 or 13.75% of the study site found in 

large areas ranged horizontally from northern to western. Besides, they were found in 

some small areas in the North, South and East of the study site. 

- Slightly salinity 862,500.32 m2 or 86.25% of the study site found in 

large areas mostly throughout the study site in the East.  

 

Consequently, the study results found that methods of Completely 

Regularized Spline, Spline with tension and Inverse Distance Weighting are relatively 

similar. Most area were found slightly salinity to non salinity areas. Slightly salinity 

areas covered most of the study site areas. And non salinity areas were found largely 

ranging from northern to western study site. They were also found in small areas in 

the North, South and East of the study site. Besides, moderately salinity areas could 

be found in the Southeastern of the study site. On top of that the results from these 

three methods provided more details of salinity level. 

Furthermore, Ordinary Kriging, Simple Kriging and Disjunctive Kriging 

methods were also resulted relatively similar. Most areas were ranged from slightly 

salinity to non salinity. Slightly salinity areas covered most of the areas and non 

salinity areas were found largely ranging from the North to West. On top of that non 

salinity areas were not found in the results of the three methods. 
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4.4 Validation of Interpolation method 

 

4.4.1 Plain 

The validation results of interpolation method by Mean Absolute Percent 

Error (MAPE) method in term of 12 reference points in plain were illustrated in table 

4-10 and figure 4-10 respectively. 

 

Table 4-10 The validation results of interpolation method in plain areas 
Completely Regularized Spline  Ordinary Kriging 
MARK ECe Predicted Error Error (%)  MARK ECe Predicted Error Error (%) 
AR50 1.95 0.69 2.64 135.25  AR50 1.95 3.01 1.06 54.20 
AR52 47.31 50.16 2.85 6.01  AR52 47.31 38.40 8.91 18.84 
AR20 31.23 31.18 0.05 0.16  AR20 31.23 22.42 8.81 28.22 
AR32 3.17 5.77 2.60 82.12  AR32 3.17 9.01 5.84 184.17 
AR21 23.34 21.69 1.65 7.08  AR21 23.34 17.05 6.29 26.96 
AR10 3.73 1.39 2.34 62.69  AR10 3.73 7.77 4.04 108.39 
AR11 3.94 4.57 0.63 16.09  AR11 3.94 11.43 7.49 190.14 
AR01 29.07 19.20 9.87 33.95  AR01 29.07 20.94 8.13 27.95 
AR34 2.14 1.72 0.42 19.53  AR34 2.14 7.96 5.82 272.10 
AR23 6.62 3.80 2.82 42.62  AR23 6.62 7.61 0.99 15.03 
AR12 10.10 7.80 2.30 22.74  AR12 10.10 11.11 1.01 10.03 
AR02 55.04 47.03 8.01 14.55  AR02 55.04 35.94 19.10 34.70 

Total Error (%) 36.90  Total Error (%) 80.89 
           
Spline with tension  Simple Kriging 
MARK ECe Predicted Error Error (%)  MARK ECe Predicted Error Error (%) 
AR50 1.95 0.21 1.74 89.27  AR50 1.95 3.50 1.55 79.49 
AR52 47.31 48.12 0.81 1.70  AR52 47.31 37.49 9.82 20.76 
AR20 31.23 29.35 1.88 6.04  AR20 31.23 23.73 7.50 24.02 
AR32 3.17 6.45 3.28 103.53  AR32 3.17 8.73 5.56 175.39 
AR21 23.34 20.76 2.58 11.05  AR21 23.34 17.91 5.43 23.26 
AR10 3.73 2.80 0.93 25.01  AR10 3.73 6.68 2.95 79.09 
AR11 3.94 6.39 2.45 62.30  AR11 3.94 9.84 5.90 149.75 
AR01 29.07 21.37 7.70 26.48  AR01 29.07 20.16 8.91 30.65 
AR34 2.14 4.47 2.33 108.68  AR34 2.14 7.65 5.51 257.48 
AR23 6.62 4.74 1.88 28.37  AR23 6.62 8.15 1.53 23.11 
AR12 10.10 7.86 2.24 22.17  AR12 10.10 10.31 0.21 2.08 
AR02 55.04 46.63 8.41 15.27  AR02 55.04 36.51 18.53 33.67 

Total Error (%) 41.66  Total Error (%) 74.89 
   
Inverse Distance Weighting  Disjunctive Kriging 
MARK ECe Predicted Error Error (%)  MARK ECe Predicted Error Error (%) 
AR50 1.95 2.72 0.77 39.35  AR50 1.95 0.96 0.99 50.61 
AR52 47.31 37.78 9.53 20.14  AR52 47.31 42.60 4.71 9.96 
AR20 31.23 23.15 8.08 25.87  AR20 31.23 27.65 3.58 11.48 
AR32 3.17 10.87 7.70 242.77  AR32 3.17 6.35 3.18 100.35 
AR21 23.34 20.68 2.66 11.38  AR21 23.34 17.38 5.96 25.53 
AR10 3.73 6.74 3.01 80.72  AR10 3.73 4.77 1.04 27.92 
AR11 3.94 6.82 2.88 73.12  AR11 3.94 8.58 4.64 117.64 
AR01 29.07 26.46 2.61 8.99  AR01 29.07 19.78 9.29 31.95 
AR34 2.14 9.42 7.28 340.23  AR34 2.14 6.50 4.36 203.61 
AR23 6.62 7.99 1.37 20.67  AR23 6.62 6.33 0.29 4.38 
AR12 10.10 11.04 0.94 9.34  AR12 10.10 11.40 1.30 12.89 
AR02 55.04 41.28 13.76 25.01  AR02 55.04 36.89 18.15 32.98 

Total Error (%) 74.80  Total Error (%) 52.44 
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Figure 4-10 Map of validation results of interpolation method in plain areas 
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The validation results of each interpolation methods in low plain could 

be concluded as follows: 

 

1)   Completely Regularized Spline 

This method had an average error for 36.90%. The points which had 

an error less than 25% were AR20, AR52, AR21, AR02, AR11, AR34, and AR12. 

The points which had an error between 25-50% were AR01 and AR23. The point 

which had an error between 50-75% is AR10. The point which had an error between 

75-100% is AR32. And the point which had an error more than 100% is AR50. 

 

2)   Spline with tension 

This method had an average error for 41.66%. The points which had 

an error less than 25% were AR52, AR20, AR21, AR02, and AR12. The points which 

had an error between 25-50% were AR10, AR01 and AR23. The point which had an 

error between 50-75% was AR11. The point which had an error between 75-100% 

was AR50. And finally the points which had an error more than 100% were AR32 and 

AR34. 

 

3)   Inverse Distance weighting  

This method had an average error for 74.80%. The points which had 

an error less than 25% were AR01, AR12, AR21, AR52, and AR23. The points which 

had an error between 25-50% were AR02, AR20, and AR50. The points which had an 

error between 50-75% were AR11 and AR10. And finally the points which had an 

error more than 100% were AR32 and AR34. 

 

4)   Ordinary Kriging  

This method had an average error for 80.89%. The points which had 

an error less than 25% were AR12, AR23, and AR52. The points which had an error 

between 25-50% were AR21, AR01, AR20, and AR02. The point which had an error 

between 50-75% was AR50. And finally the points which had an error more than 

100% were AR10, AR32, AR11, and AR34. 

 



Fac. of Grad. Studies, Mahidol Univ. M.Sc. (Inf. Man. on Env. and Res.) / 73

5)   Simple Kriging  

This method had an average error for 74.89%. The points which had 

an error less than 25% were AR12, AR52, AR23, AR21, and AR20. The points which 

had an error between 25-50% were AR01 and AR02. The points which had an error 

between 75-100% were AR10 and AR50. And finally the points which had an error 

more than 100% were AR11, AR32, and AR34. 

 

6)   Disjunctive Kriging  

This method had an average error for 52.44%. The points which had 

an error less than 25% were AR23, AR52, AR20, and AR12. The points which had an 

error between 25-50% were AR21, AR10, AR01, and AR02. The point which had an 

error between 50-75% was AR50. And finally the points which had an error more 

than 100% were AR32, AR11, and AR34. 

 

Additionally, the comparison between soil conductivity of reference 

point and the results of various interpolation methods in plain could be expressed as 

shown in figure 4-11 
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Figure 4-11 The comparison diagram of various interpolation methods in plain areas 
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4.4.2 Low Terrace 

The validation results of interpolation method by Mean Absolute Percent 

Error (MAPE) method in term of 12 reference points in low terrace were illustrated in 

table 4-11 and figure 4-12 respectively. 

 

Table 4-11 The validation results of interpolation method in low terrace areas 
Completely Regularized Spline  Ordinary Kriging 
MARK ECe Predicted Error Error (%)  MARK ECe Predicted Error Error (%) 
BR45 4.04 4.15 0.11 2.66  BR45 4.04 4.18 0.14 3.51 
BR44 3.17 6.94 3.77 118.81  BR44 3.17 12.54 9.37 295.65 
BR55 2.82 3.99 1.17 41.51  BR55 2.82 4.52 1.70 60.14 
BR35 3.12 3.32 0.20 6.28  BR35 3.12 3.64 0.52 16.74 
BR25 8.76 7.19 1.57 17.98  BR25 8.76 8.63 0.13 1.54 
BR05 22.91 23.64 0.73 3.17  BR05 22.91 25.53 2.62 11.45 
BR43 37.74 39.28 1.54 4.09  BR43 37.74 34.70 3.04 8.07 
BR54 5.61 5.26 0.35 6.18  BR54 5.61 5.97 0.36 6.35 
BR13 5.15 5.16 0.01 0.29  BR13 5.15 6.16 1.01 19.52 
BR04 5.23 5.37 0.14 2.62  BR04 5.23 6.64 1.41 27.02 
BR03 8.62 7.75 0.87 10.11  BR03 8.62 9.65 1.03 11.92 
BR40 1.18 2.09 0.91 77.29  BR40 1.18 2.93 1.75 148.40 

Total Error (%) 24.25  Total Error (%) 50.86 
           
Spline with tension  Simple Kriging 
MARK ECe Predicted Error Error (%)  MARK ECe Predicted Error Error (%) 
BR45 4.04 4.26 0.22 5.44  BR45 4.04 4.35 0.31 7.79 
BR44 3.17 9.76 6.59 207.87  BR44 3.17 10.98 7.81 246.35 
BR55 2.82 4.38 1.56 55.43  BR55 2.82 4.69 1.87 66.36 
BR35 3.12 3.53 0.41 13.23  BR35 3.12 4.50 1.38 44.29 
BR25 8.76 7.54 1.22 13.90  BR25 8.76 8.26 0.50 5.68 
BR05 22.91 24.37 1.46 6.37  BR05 22.91 25.66 2.75 12.02 
BR43 37.74 36.89 0.85 2.26  BR43 37.74 35.65 2.09 5.53 
BR54 5.61 5.50 0.11 1.93  BR54 5.61 5.99 0.38 6.83 
BR13 5.15 5.73 0.58 11.21  BR13 5.15 6.43 1.28 24.76 
BR04 5.23 6.09 0.86 16.35  BR04 5.23 6.99 1.76 33.70 
BR03 8.62 8.55 0.07 0.76  BR03 8.62 9.80 1.18 13.65 
BR40 1.18 2.65 1.47 124.20  BR40 1.18 3.41 2.23 188.77 

Total Error (%) 38.25  Total Error (%) 54.65 
           
Inverse Distance Weighting  Disjunctive Kriging 
MARK ECe Predicted Error Error (%)  MARK ECe Predicted Error Error (%) 
BR45 4.04 4.39 0.35 8.74  BR45 4.04 4.32 0.28 6.94 
BR44 3.17 10.59 7.42 234.03  BR44 3.17 12.06 8.89 280.31 
BR55 2.82 4.82 2.00 71.04  BR55 2.82 4.39 1.57 55.68 
BR35 3.12 3.45 0.33 10.59  BR35 3.12 4.64 1.52 48.77 
BR25 8.76 6.98 1.78 20.29  BR25 8.76 7.81 0.95 10.84 
BR05 22.91 25.56 2.65 11.56  BR05 22.91 25.27 2.36 10.31 
BR43 37.74 34.23 3.51 9.29  BR43 37.74 33.63 4.11 10.90 
BR54 5.61 5.42 0.19 3.30  BR54 5.61 5.78 0.17 2.96 
BR13 5.15 6.09 0.94 18.34  BR13 5.15 6.47 1.32 25.60 
BR04 5.23 6.60 1.37 26.14  BR04 5.23 7.13 1.90 36.34 
BR03 8.62 9.29 0.67 7.82  BR03 8.62 10.55 1.93 22.42 
BR40 1.18 2.68 1.50 126.85  BR40 1.18 3.24 2.06 174.41 

Total Error (%) 45.66  Total Error (%) 57.12 
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Figure 4-12  Map of validation results of interpolation method in low terrace areas 
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The validation results of each interpolation methods in low terrace could 

be concluded as follows: 

 

1)   Completely Regularized Spline 

This method had an average error for 24.25%. The points which had 

an error less than 25% were BR13, BR04, BR45, BR05, BR43, BR54, BR35, BR03, 

and BR25. The point which had an error between 25-50% was BR55. The point which 

had an error between 50-75% was BR40. And finally the point which had an error 

more than 100% was BR44. 

 

2)   Spline with tension 

This method had an average minimum error for 38.25%. The points 

which had an error less than 25% were BR03, BR54, BR43, BR45, BR05, BR13, 

BR35, BR25, and BR04. The point which had an error between 25-50% was BR55. 

And finally the points which had an error more than 100% were BR40 and BR44. 

 

3)   Inverse Distance Weighting 

This method had an average minimum error for 45.66%. The points 

which had an error less than 25% were BR54, BR03, BR45, BR43, BR35, BR05, 

BR13, and BR25. The point which had an error between 25-50% was BR04. The 

point which had an error between 50-75% was BR55. And finally the points which 

had an error more than 100% were BR40 and BR44. 

 

4)   Ordinary Kriging 

This method had an average minimum error for 50.86%. The points 

which had an error less than 25% were BR25, BR45, BR54, BR43, BR05, BR03, 

BR35, and BR13. The point which had an error between 25-50% was BR04. The 

points which had an error between 50-75% were BR55 and BR40. And finally the 

point which had an error more than 100% was BR44. 
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5)   Simple Kriging 

This method had an average minimum error for 54.65%. The points 

which had an error less than 25% were BR43, BR25, BR54, BR45, BR05, and BR03. 

The points which had an error between 25-50% were BR13, BR04, and BR35. The 

point which had an error between 50-75% was BR55. And finally the points which 

had an error more than 100% were BR40 and BR44. 

 

6)   Disjunctive Kriging 

This method had an average minimum error for 57.12%. The points 

which had an error less than 25% were BR54, BR45, BR05, BR25, BR43, and BR03. 

The points which had an error between 25-50% were BR13, BR04, and BR35. The 

point which had an error between 50-75% was BR55. And finally the points which 

had an error more than 100% were BR40 and BR44. 

 

Additionally, the comparison between soil conductivity of reference 

point and the results of various interpolation methods in low terrace could be 

expressed as shown in figure 4-13. 
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Figure 4-13  The comparison diagram of various interpolation methods in low terrace 

areas 
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4.4.3 Middle Terrace 

The validation results of interpolation method by Mean Absolute Percent 

Error (MAPE) method in term of 6 reference points in middle terrace were illustrated 

in table 4-12 and figure 4-14 respectively. 

 

Table 4-12 The validation results of interpolation method in middle terrace areas 
Completely Regularized Spline  Ordinary Kriging 
MARK ECe Predicted Error Error (%)  MARK ECe Predicted Error Error (%) 
CR41 0.43 0.85 0.42 96.53  CR41 0.43 1.73 1.30 301.69 
CR51 2.85 2.28 0.57 20.03  CR51 2.85 1.93 0.92 32.33 
CR31 3.40 2.03 1.37 40.28  CR31 3.40 2.16 1.24 36.55 
CR30 10.51 5.16 5.35 50.88  CR30 10.51 3.83 6.68 63.54 
CR22 6.26 4.24 2.02 32.29  CR22 6.26 3.63 2.63 42.03 
CR15 5.27 3.75 1.52 28.75  CR15 5.27 3.37 1.90 36.05 

Total Error (%) 44.79  Total Error (%) 85.36 
           
Spline with tension  Simple Kriging 
MARK ECe Predicted Error Error (%)  MARK ECe Predicted Error Error (%) 
CR41 0.43 1.03 0.60 140.13  CR41 0.43 1.84 1.41 328.83 
CR51 2.85 2.16 0.69 24.35  CR51 2.85 2.01 0.84 29.50 
CR31 3.40 2.08 1.32 38.93  CR31 3.40 2.15 1.25 36.80 
CR30 10.51 4.75 5.76 54.84  CR30 10.51 3.81 6.70 63.79 
CR22 6.26 4.02 2.24 35.74  CR22 6.26 3.63 2.63 42.02 
CR15 5.27 3.63 1.64 31.09  CR15 5.27 3.25 2.02 38.42 

Total Error (%) 54.18  Total Error (%) 89.89 
           
Inverse Distance Weighting  Disjunctive Kriging 
MARK ECe Predicted Error Error (%)  MARK ECe Predicted Error Error (%) 
CR41 0.43 0.85 0.42 98.62  CR41 0.43 1.78 1.35 314.77 
CR51 2.85 2.38 0.47 16.42  CR51 2.85 1.96 0.89 31.20 
CR31 3.40 2.10 1.30 38.15  CR31 3.40 2.18 1.22 35.98 
CR30 10.51 4.85 5.66 53.88  CR30 10.51 3.50 7.01 66.69 
CR22 6.26 3.84 2.42 38.59  CR22 6.26 3.45 2.81 44.94 
CR15 5.27 3.78 1.49 28.35  CR15 5.27 3.17 2.10 39.80 

Total Error (%) 45.67  Total Error (%) 88.90 
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Figure 4-14  Map of validation results of interpolation method in middle terrace areas 
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The validation results of each interpolation methods in middle terrace 

could be concluded as follows: 

 

1)   Completely Regularized Spline 

This method had an average error for 44.79%. The point which had 

an error less than 25% was CR51. The points which had an error between 25-50% 

were CR15, CR22, and CR31. The point which had an error between 50-75% was 

CR30. And finally the point which had an error between 75-100% was CR41. 

 

3)   Spline with tension 

This method had an average error for 54.18%. The point which had 

an error less than 25% was CR51. The points which had an error between 25-50% 

were CR15, CR22, and CR31. The point which had an error 50-75% was CR30. And 

finally the point which had an error more than 100% was CR 41. 

 

3)   Inverse Distance Weighting 

This method had an average error for 45.67%. The point which had 

an error less than 25% was CR51. The points which had an error between 25-50% 

were CR15, CR31, and CR22. The point which had an error between 50-75% was 

CR30. And finally the point which had an error between 75-100% was CR41. 

 

4)   Ordinary Kriging 

This method had an average error for 85.36%. The points which had 

an error between 25-50% were CR51, CR15, CR31, and CR22. The point which had 

an error between 50-75% was CR30. And finally the point which had an error more 

than 100% was CR41. 

 

5)   Simple Kriging 

This method had an average error for 89.89%. The points which had 

an error between 25-50% were CR51, CR31, CR15, and CR22. The point which had 

an error between 50-75% was CR30. And finally the point which had an error more 

than 100% was CR41 
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6)   Disjunctive Kriging 

This method had an average error for 88.90%. The points which had 

an error between 25-50% were CR51, CR31, CR15, and CR22. The point which had 

an error between 50-75% was CR30. And finally the point which had an error more 

than 100% was CR41. 

 

Additionally, the comparison between soil conductivity of reference 

point and the results of various interpolation methods in middle terrace could be 

expressed as shown in figure 4-15. 
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Figure 4-15  The comparison diagram of various interpolation methods in middle 

terrace areas 
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4.5 Soil Salinity Map 

 

Consequently, Completely Regularized Spline method could be used similarly 

and effectively for estimating soil salinity in all areas of this research (plain, low 

terrace and middle terrace) compared with all six interpolation methods (Completely 

Regularized Spline method, Spline with tension method, Inverse Distance Weighting 

method, Ordinary Kriging method, Simple Kriging method and Disjunctive Kriging 

method). Researcher can produce soil salinity map from Completely Regularized 

Spline method in plain area, low terrace area and middle terrace area as shown in 

figure 4-16, 4-17 and 4-18 respectively. 
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Figure 4-16  Map of soil salinity levels in plain area (generated by Completely 

Regularized Spline method) 
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Figure 4-17  Map of soil salinity levels in low terrace area (generated by Completely 

Regularized Spline method) 

 



Poramet Wattaya Results / 88

 
Figure 4-18  Map of soil salinity levels in middle terrace area (generated by 

Completely Regularized Spline method) 
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CHAPTER V 

DISCUSSION 
 

5.1 Soil Properties Analysis 

 

According to the results of soil properties analysis in plains, low terraces and 

middle terraces, the results found that most plain areas were moderately salinity and 

very strongly salinity. Soil salinity in plain areas was stronger than in low terrace 

areas which were generally in moderately salinity level. On the other hand, the middle 

terrace areas were mostly very moderately salinity and non salinity regarding their 

topography. Saline soil areas were impacted by geological characteristics. Salt source 

in soil came from rock which consisted of salt (rock salt) and the sources were 

shallow or saline groundwater especially groundwater near surface (10). Since water 

table under plain areas are closer to surface than to low terrace and middle terrace 

areas. 

Most plain areas were moderately salinity and very strongly salinity and 

mostly medium-textured soils. And low terrace areas were generally moderately 

salinity and mostly coarse-textured soils. Salinity level in low terrace areas were 

higher than in middle terrace areas which were mostly very moderately salinity and 

non salinity. Soil texture was mostly classified as fine-textured soils which were in 

harmony with The plants in heavy clay were endure salinity more than in sandy soil 

due to strong clay was more capable in absorbing salt and water. Therefore salt 

concentration was decrease (25). 

The three study grids had different conductivity states which were in harmony 

with Somsri (23) who had studied that salinity level classification in the Northeast 

could not use only general criterion. Since salinity of each area were not ordinarily 

throughout the areas as salt would accumulate in cluster and vary by seasons. 

Moreover, most saline soils in the three study grid would have Soluble Cations 

type Na+ quite high which was conformed to Permpoon (27) who studied that salts in 

soil in the Northeast were mostly in form of sodium chloride (NaCl). 



Poramet Wattaya Discussion / 90

Besides, the study also found that soil conductivity was related to soil cover. 

Bare soil would likely have clear salty stain on the ground. And areas closed to 

swamps or ponds were mostly ranged from strongly salinity to very strongly salinity. 

Soil salinity areas which covered with grass were mostly ranged from slightly salinity 

to moderately salinity. And on top of that in soil salinity in scrub areas were generally 

ranged from non salinity to very slightly salinity. 

 

5.2 Soil Salinity Interpolation 

 

According to the result of soil salinity interpolation in plain, low terrace and 

middle terrace areas found that Spline method which used estimates values using a 

mathematical function that minimizes overall surface curvature, resulting in a smooth 

surface that passes exactly through the input points (31) so that compiling shall 

consider all sampling points and maintain original data. Therefore the results would 

grade intervals quite frequently and narrow. Since the three study grids had different 

conductivity states. 

Inverse Distance Weighing method shall estimate by calculating average 

point values in their vicinity areas. The closer the points to the predicted center of the 

cell, the more influence to the calculating average values. This method is theoretically 

believed that the more distance from the cell would have less influence to an average 

value (31). And maximum and minimum values from interpolation shall only be in 

the data points (43). Regarding the idea of the method, the distance of cells leaded to 

lack of impact to estimation causing the lack of impact to the distant data points. 

Conductivity of the three study grids were totally different leading completely 

different data between vicinity points. These distinctive data were small areas apart 

from general areas. 

Kriging method was under the hypothesis which the distance or direction of 

sampling point shall lead to spatial relation. The method shall use existing values or 

points in radius to calculate by mathematical equation in order to estimate unknown 

points. Kriging method was proper for areas which had distant and direction relations 

(31). The conductivity of the three study grids, however, was totally different as well 
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as no spatial relation. Since, there was no inconstant elimination from data; the 

estimating results were graded into wider interval than in Spline method. 

 

5.3 Validation of Interpolation Method 

 

Due Validation of Interpolation method in all methods and areas, the 

corrections by Mean Absolute Percent Error Method (MAPE) found that reference 

points with high error in each method would have completely different in soil 

conductivity from their vicinity points especially in the area with low soil 

conductivity. However, the correction of MAPE was shown in percentage. The high 

error rate was likely occurred. 

Since Kriging method had data inconstant elimination (43); the distance of 

sampling points would impact spatial relation (31). And Inverse Distance Weighting 

was used to calibrate estimating results and maximum and minimum from 

interpolation would merely come from data points (43). As well as the idea that the 

more distance of the cells, the less influence to other data points in interpolation (31).  

According to sample collections and laboratorial analysis, the study found that 

the conductivity data were inconstant throughout the areas and had no spatial relation. 

While salinity in certain area would end up inconstantly throughout the areas or in 

other words salt was accumulated in certain cluster (23), the estimating results 

compared with conductivity data from reference points were rating higher error than 

Spline method. On the other hand, Spline method still maintained distinctive data 

apart general data. Thus, the result of interpolation was harmoniously related to real 

sampling points and percentage of error was lower than Kriging and Inverse Distance 

Weighting methods. 
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CHAPTER VI 

CONCLUSION AND RECOMMENDATIONS 
 

6.1 Conclusion 

 

The result of soil salinity interpolation by using Completely Regularized 

Spline method, Spline with tension method, Inverse Distance Weighting method, 

Ordinary Kriging method, Simple Kriging method and Disjunctive Kriging method 

together with the results of Mean Absolute Percent Error (MAPE) correction method 

in plain, low terrace and middle terrace could be summarized as follows:  

6.1.1 Plain areas found that Completely Regularized Spline method had least 

percentage of errors which was 36.90%. The next methods were Spline with tension 

with 41.66 percentages of errors, and then Disjunctive Kriging method with 52.44% 

of errors. After that there were Inverse Distance Weighting method with 74.80% of 

errors, and last but not least Simple Kriging method with 74.89% of errors, and finally 

Ordinary Kriging method with maximum percentage of errors, 80.89% respectively.  

6.1.2 Low terrace areas found that Completely Regularized Spline method had 

least percentage of errors which was 24.25%. The next methods were Spline with 

tension with 38.25 percentages of errors, and then Inverse Distance Weighting 

method with 45.66% of errors. After that there were Ordinary Kriging method with 

50.86% of errors, and last but not least Simple Kriging method with 54.65% of errors 

and finally Disjunctive Kriging method with 57.12% of errors respectively.  

6.1.3 Middle terrace areas found that Completely Regularized Spline method 

had least percentage of errors which was 44.79% of errors, and the next one was 

Inverse Distance Weighting method with 45.67% of errors, and then Spline with 

tension method with 54.18% of errors. After that there were Ordinary Kriging method 

with 85.36% of errors, and last but not least was Disjunctive Kriging method with 

88.90% of errors and finally Simple Kriging with maximum percentage of errors 

which was 89.89% respectively. 
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Consequently, Completely Regularized Spline method could be used similarly 

and effectively for estimating soil salinity in all areas compared with all six 

interpolation methods in this research. 

 

6.2 Recommendations 

 

 6.2.1 Recommendations from the Research Results 

1) According to the research results, plain and low terrace areas mostly 

had strongly salinity and very strongly salinity soil which plants could not be used to 

cultivate leading to environmental decay. However, the problems could be solved by 

engineering, agricultural and integrated methods (1). 

2) According to the research results, middle terrace areas were found that 

soil salinity levels were mostly slightly salinity to non salinity which could be used to 

cultivate but with low yields. The saline soil problems could be solved by flattening 

land, inputting organic matter, adding green manure fertilizer, planting salt tolerant 

line of rice or economic crops (44).  

3) Saline soil areas should be utilized according to their status and should 

not abandon them. Suitable plants for certain areas shall be planted such as salt 

tolerant plants, or compatible with salt; since uncover land would have more salinity 

level. 

 

 6.2.2 Recommendations for Further Research 

1) Due to the research managed in small areas, further research shall 

experiment in wider areas using other interpolation methods in Geographic 

Information System (GIS) that had not been selected in this research. Each method 

would be suitable for certain types of area either small or large areas. Besides model 

of Kriging method could be calibrated to reduce errors which shall be studied later.   

2) When studies with other interpolation methods or use data in other 

season or study in other areas at have different parameters, the result would have been 

much different from this research. 
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 6.2.3 Limitation 

1) Samplings in the study areas used grid table sampling causing 

problems in reaching sampling points especially in scrub or swamps. 

2) Saturation Extract method was a standard method for soil taxonomy 

and general soil salinity level separation but required a plenty of time in soil 

saturation (45). In adding distilled water process for constant soil moisture, if adding 

too much, it would cause variation results which would use in following 

measurements: Electrical Conductivity (ECe), Soil reaction (pH), Soluble Cations; 

Sol. Na+, Ca++, Mg++ and K+. The experiment shall be done carefully by slowly 

adding distilled water as well as stirring with spatula until it was well done.  

3) Most estimating correction in GIS used Root Mean Square Error 

(RMSE). This research, however, had selected Mean Absolute Percent Error (MAPE) 

due to its clear percentage correction result. In spite of high percentage of errors 

caused by soil conductivity reverse variation to percentage of errors. 
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