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บทคัดยอ
ในการศึกษาคร้ังนี้มีวัตถุประสงคเพ่ือศึกษาขอมูลพลังงานไฟฟาเบื้องตนภายในฟารมสุกรขนาดใหญ  

รวมท้ังคัดเลือกขอเสนอและการประเมินขอเสนอเพ่ือลดการใชพลังงานไฟฟา  โดยพ้ืนท่ีศึกษาเปนฟารมสุกรขนาด
ใหญที่มีระบบการผลิตแบบครบวงจรในจังหวัดราชบุรี การศึกษามุงเนนการสํารวจพ้ืนท่ีภายในฟารม ซ่ึงผลการ
ศึกษาและการวิเคราะหการใชพลังงานไฟฟาเปนการประยุกตใชหลักการดานเทคโนโลยีสะอาด

จากการวิเคราะหการใชพลังงานไฟฟาพบวา  ปริมาณพลังงานไฟฟาท่ีใชเทากับ 5.92 กิโลวัตต-ช่ัวโมง/
สุกร และคาพลังงานไฟฟาเทากับ 1,864,479.59 บาทตอป  โดยกระบวนการเล้ียงสุกรอนุบาลมีการใชพลังงานไฟ
ฟามากท่ีสุดคือ 1,362.62 กิโลวัตต-ช่ัวโมง/วัน หรือรอยละ 45 ของปริมาณการใชพลังงานไฟฟาท้ังหมด รองลงมา
คือสุกรเล้ียงลูกมีการใชพลังงานไฟฟาเทากับ 1,269.21 กิโลวัตต-ช่ัวโมง/วัน หรือรอยละ 42 ของปริมาณการใช
พลังงานไฟฟาทั้งหมด  นอกจากนี้ระบบไฟฟาที่ใชพลังงานมากที่สุดคือ พัดลมระบายอากาศในระบบระบาย
อากาศ โดยใชพลังงานไฟฟาเทากับ 2,576.812 กิโลวัตต-ช่ัวโมง/วัน

ผลการวิเคราะหขอเสนอเพ่ือการลดการใชพลังงานไฟฟาโดยการติดต้ังหัวสเปรยนํ้า (Sprinkler) รวมกับ
พัดลมระบายอากาศในโรงเรือนสุกรเล้ียงลูกแทนแผนทําความเย็น (Cooling Pads) พบวา  สามารถประหยัดพลัง
งานไฟฟาได 284.7 กิโลวัตต-ช่ัวโมง/ป และประหยัดแผนทําความเย็นได 9,000 บาท/ป ลดการใชพัดลมขนาดเสน
ผานศูนยกลาง 36 น้ิวได 123 ตัว (3,216 บาท/ป) โดยใชเงินลงทุน 40,400 บาทตอโรงเรือน ตนทุนรวม 363,600 
บาทและประหยัดได 53,093.93 บาทตอป  มีระยะเวลาคืนทนุ 6.84 ป

การศึกษาครั้งตอไปควรมีการศึกษาถึงขอเสนอที่มีการลงทุนในระดับปานกลางตอไป  นอกจากนี้ควร
ศึกษาถึงผลกระทบที่มีตอสุกรหลังจากการติดตั้งหัวสเปรยน้ํา(Sprinkler) รวมกับพัดลมระบายอากาศในโรงเรือน
สุกร
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ABSTRACT
The purpose of the study was to provide electrical energy baseline information

on pig farming, and to screen and evaluate the proposed options to reduce the
electrical power use.  The study site was a large pig farm with a complete farming
system in Ratchaburi province.  The study involved intensive field surveys. The results
of the study and analysis on the electrical energy utilization in pig production were
done through detailed assessment of the pig production processes. There was also
assessment of the principle of cleaner technology and recommendations for cleaner
technology options for management, which could be of help in reducing electrical
energy use.

The electrical energy consumption analysis showed that the amount of
electrical energy consumption was 5.92 kWh/pig and the cost was 1,861,479.59
Baht/year. The highest electrical energy consumption was the nursery unit.
(1,362.62kWh/day), which was 45 percent of total electrical energy consumption.  The
second was the farrowing unit.(1,269.21 kWh/day), which was 42 percent of total
electrical energy consumption. The highest electrical energy consuming equipment
was the ventilation fans in the ventilation system. (2,576.812 kWh/day).

The results of reducing the electrical energy consumption by implementing
ventilation fan use combined with sprinklers in the farrowing building to replace the
cooling pad showed that reduction of electrical cost can save up to 284.7 kWh/year
and 40,877.09 Baht/year and thus reduce the use of cooling pad cost by about 9,000
Baht/year. The use of sprinklers can reduce the use of ventilation fans by 123 units,
the total new profit was 3,216.84 Baht/year while total new investment cost is 40,400
Baht/housing. The total capital cost and the net profit, with the sprinkler instead of the
cooling pad is 363,600 Baht and the total saving is 53,093.93 Baht/year.  The payback
period is 6.84 years.

Further studies should be considered to reduce the electrical energy use in the
medium cost options and  the pig well being should be measured after implementing
the sprinkler system.
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