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บทคัดยอ
การวิจัยคร้ังนี้มีวัตถุประสงคเพื่อศึกษาสภาวะที่เหมาะสมของกระบวนการไฟฟาเคมีใน

การบําบัดน้ําเสียสีรีแอกทีฟ โดยทําการทดลองที่สภาวะตางๆกัน คือ ระดับพีเอชของน้ําเสียกอน
บําบัด 4, 5, 6, 7 และ 8 ปริมาณกระแสไฟฟา 0.5, 1.0 และ 1.5 แอมแปร  ระยะเวลาในการทํา
ปฏิกิริยา 20, 40 และ 60 นาที และระยะเวลาการตกตะกอน 30, 60 และ 90 นาที

ผลการทดลองแสดงใหเห็นวา ปริมาณกระแสไฟฟา ระยะเวลาในการทําปฏิกิริยาและ
ระยะเวลาการตกตะกอน  เปนปจจัยสําคัญที่มีผลตอประสิทธิภาพการบําบัด โดยเมื่อใชระดับ
กระแสไฟฟา ระยะเวลาในการทําปฏิกิริยา และระยะเวลาการตกตะกอนเพิ่มขึ้น  สงผลให          
ประสิทธิภาพในการลดคา  สี ซีโอดี และของแข็งแขวนลอยมีแนวโนมเพิ่มขึ้น

ประสิทธิภาพสูงสุดในการบําบัด สภาวะที่เหมาะสมคือ เมื่อน้ําเสียมีคาพีเอช 5 ใชปริมาณ
กระแสไฟฟา 1.5 แอมแปร ระยะเวลาในการทําปฏิกิริยา 60 นาที และระยะเวลาการตกตะกอน 90 
นาที  สามารถลดคา สี  ซีโอดี   และของแข็งแขวนลอยไดสูงถึง รอยละ  92.47  45.90 และ  81.51
ตามลําดับ โดยใชปริมาณกระแสไฟฟา  4.28  หนวยตอน้ําเสีย  1  ลูกบาศกเมตร และใชปริมาณกรด
กํามะถันเขมขนในการปรับคาพีเอช  2.3 ลิตร ตอน้ําเสีย 1 ลูกบาศกเมตร

กรณีเพียงเพื่อตองการบําบัดสีของน้ําเสียจากโรงงานฟอกยอม เพื่อใหไดตามเกณฑมาตร
ฐานน้ําทิ้งที่ไมเกิน 220 ADMI (U.S. Federal regulation) สภาวะที่เหมาะสมคือ เมื่อน้ําเสียมีคา
พีเอช 5  ใชปริมาณกระแสไฟฟา 1.5 แอมแปร ระยะเวลาในการทําปฏิกิริยา 40 นาที และระยะเวลา
การตกตะกอน 30 นาที โดยสามารถลดคา สี  ซีโอดี   และของแข็งแขวนลอยไดสูงถึง รอยละ
87.98 (ลดสีจาก 1623 ADMI เหลือ 196 ADMI)  37.29 และ  49.30 ตามลําดับ ทําใหใชปริมาณ
กระแสไฟฟานอยลง จาก 4.28 หนวยตอน้ําเสีย 1 ลูกบาศกเมตร เหลือ 2.85  หนวยตอน้ําเสีย 1
ลูกบาศกเมตร และใชปริมาณกรดกํามะถันเขมขนในการปรับคาพีเอช  2.3 ลิตร ตอน้ําเสีย 1
ลูกบาศกเมตร
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ABSTRACT
This experimental research aimed to study the appropriate conditions for the

treatment of reactive dye wastewater from the textile industry by using an
electrochemical process. The experimental conditions include wastewater pH of 4, 5,
6, 7 and 8, electrical current levels of 0.5, 1.0 and 1.5 A, reaction time of 20, 40 and
60 minutes and settling time of 30, 60 and 90 minutes.

It was discovered that electrical current level, reaction time and settling time
have significant effects on the treatment efficiency. When the electrical current,
reaction time and settling time are increased, color, Chemical Oxygen Demand
(COD) and suspended solids removal efficiencies are also increased.

Optimum conditions for highest treatment efficiency were found to include
pH of 5, electrical current of 1.5 A, reaction time of 60 minutes and settling time of 90
minutes. At this set of conditions, 92.47%, 45.90% and 81.51% of color, COD and SS
can be reduced, respectively. In order to treat a cubic meter of wastewater, 4.28 units
of electricity and 2.3 liters of concentrated sulfuric acid were required.

Color of treated textile water discharge complied with the U.S. Federal
regulation standard of 220 ADMI (American Dye Manufacturers Institute) when a
more favorable set of conditions was selected. This set of conditions included
wastewater pH of 5, electrical current of 1.5 A, reaction time of 40 minutes and
settling time of 30 minutes, which can remove 87.98% of color (from 1623 to 196
ADMI), 37.29% of COD, and 49.30% of suspended solids. Electricity consumption
can be reduced from 4.28 units down to 2.85 units per a cubic meter of wastewater
treated. To lower the pH value to 5, 2.3 liters of concentrated sulfuric acid is
consumed.
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