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บทคัดยอ
         การศึกษานี้มีวัตถุประสงคเพื่อเปรียบเทียบสมบัติเชิงกลและความตานทานการกัดกรอนของ
โลหะเจือทองแดง 3 ชนิด (CuAl, CuAlNi, CuZn) และเพือ่ประเมินความเปนไปไดในการพัฒนา
เปนวสัดทุ ําเดือยฟน เตรียมชิ้นตัวอยางจากโลหะเจือแตละชนิด 6 ช้ินตามขอกํ าหนดของ ISO 1562
เพือ่ทดสอบสมบัติเชิงกลและอีก 6 ช้ินตามขอกํ าหนดของ ISO 10271 เพือ่ทดสอบความตานทาน
การกดักรอน คํ านวณคาความเคนพิสูจนรอยละ 0.2, มอดลัุสของสภาพยืดหยุน, รอยละของการยืด
ภายหลังการแตกหักและความตานแรงดึงจากกราฟระหวางแรงและระยะทางของเครื่องทดสอบ
สากล วเิคราะหหาความแตกตางระหวางขอมูลที่คํ านวณไดโดยใชสถิติวิเคราะหความแปรปรวน
แบบทางเดียวและ Tukey HSD ทดสอบความตานทานการกัดกรอนโดยใชเทคนิค Potentiodynamic
ในสารละลายนํ้ าเกลือความเขมขนรอยละ0.9ในภาวะปราศจากแกสออกซิเจนที่อุณหภูมิ 37 องศา
เซลเซียส เปรียบเทียบลักษณะของกราฟ Potentiodynamic ระหวางโลหะเจือแตละชนิด
         รอยละของการยืดภายหลังการแตกหักไมมีความแตกตางกันอยางมีนัยสํ าคัญทางสถิติ ขณะที่
ความเคนพิสูจนรอยละ0.2 และความตานแรงดึงของ CuAl มคีาสูงกวา CuAlNiและCuZn อยางมีนัย
สํ าคัญ ถึงแมวาในการศึกษานี้จะไมสามารถหาคามอดลัุสของสภาพยืดหยุนได แตในการศึกษานํ า
รองแสดงคามอดุลัสของสภาพยืดหยุนที่เหมาะสมกับการพัฒนาเพื่อใชทํ าเดือยฟน มีเพียงความเคน
พสูิจนรอยละ0.2 และความตานแรงดึงที่ไมผานการประเมินตามขอกํ าหนดของวัสดุทํ าเดือยฟน
กราฟ Potentiodynamic ของCuAlNi มีสภาพ passive คงอยูยาวนานกวา CuAl ขณะที่กราฟของ
CuZn ไมพบสภาพ passive โดยสรุป CuAl และ CuAlNi มศีกัยภาพที่จะพัฒนาตอไปในอนาคตเพื่อ
ใชเปนวัสดุในการทํ าเดอืยฟน
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ABSTRACT

         The purposes of this study are to compare mechanical properties and corrosion
resistance of three copper alloys (CuAl, CuAlNi, CuZn), and to determine the
potential of these alloys for further development as post-and-core materials. Six
tensile bars and six square plated specimens of each alloy were prepared and tested
according to ISO1562 for mechanical properties and ISO 10271 for corrosion
resistance. 0.2 percent proof stress, modulus of elasticity, percentage elongation after
fracture, and tensile strength were calculated from load-displacement curve obtained
from the record chart of the Universal Testing Machine (UTM). One way ANOVA
and Tukey HSD were used to determine the difference in properties among the alloys.
Potentiodynamic technique was selected to test the corrosion resistance of the alloys.
The test was performed in 37ºc de-aerated 0.9% NaCl solution. The characteristics of
the potentiodynamic curve of each alloy were compared.
         All alloys were not different in percentage elongation, while 0.2 percent proof
stress and ultimate tensile strength of CuAl was significantly higher than those of
CuAlNi and CuZn. Although the moduli of elasticity value were not valid in this
study, a pilot study showed a promising value suitable for post-and-core application.
Only 0.2 percent proof stress and ultimate tensile strength were not satisfying as
criteria for a good post and core material. Potentiodynamic curves of CuAlNi showed
a longer passive region than that of CuAl, while that of CuZn did not show any
passive region. In conclusion, CuAl and CuAlNi alloys have a potential for further
development as good post-and-core materials.
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