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     บทคัดยอ 
    ปจจุบันปญหาการขาดแคลนน้ําในพืน้ที่ลุมน้ําลําตะคองนบัวันจะทวีความรุนแรงขึ้น ซ่ึงมี
สาเหตุหลักมาจากภาวะฝนทิง้ชวงและปริมาณฝนที่นอยกวาที่คาดการณไว การจัดสรรน้ําใหกับภาค
กิจกรรมตางๆในปจจุบนัมีวธีิการที่ยุงยากซับซอนและตองใชขอมูลที่เกี่ยวของมากทาํใหไมสามารถ
แกไขปญหาทีเ่กิดขึ้นอยางฉบัพลันไดอยางทันทวงท ี

การวิจยัคร้ังนีม้ีวัตถุประสงคเพื่อวิเคราะหรูปแบบของแบบจําลองโครงขายใยประสาท
เทียมที่เหมาะสมสําหรับการจัดสรรน้ําจากอางเก็บน้ําลําตะคอง โดยใชขอมูลจากการวิเคราะห
สมดุลน้ําโดยแบบจําลอง HEC-3 มาวิเคราะหรูปแบบทีเ่หมาะสมสําหรับการจัดสรรน้ําโดย
แบบจําลองโครงขายใยประสาทเทียม แลวนํามาจัดทาํเปนโปรแกรมเพื่อใหสามารถใชงานไดงาย 
สะดวกและรวดเร็ว 

ผลการวิเคราะหสมดุลน้ําในรอบ 29 ป (พ.ศ.2518-2546) พบวา เกิดการขาดแคลนน้ําขึ้นใน
ทุกกิจกรรมโดยภาคเกษตรกรรมขาดน้ําเฉลี่ย 14.86 % ภาคการอปุโภคบริโภคและอุตสาหกรรม
ขาดน้ําเฉลี่ย 3.47 % และปริมาณน้ําเพื่อรักษาระบบนิเวศนขาดน้ําเฉลี่ย 4.89 % โดยเฉพาะในปที่มี
ปริมาณน้ําไหลเขาอางเก็บน้าํนอยจะเกดิสภาวะการขาดน้ําอยางรุนแรง ผลการวิเคราะหรูปแบบที่
เหมาะสมสําหรับการจัดสรรน้ําโดยแบบจําลองโครงขายใยประสาทเทียม พบวา โครงสราง 3-8-8-1 
อัตราการเรียนรู 0.1 และคาโมเมนตั้ม 0.8 มีความเหมาะสมที่สุด ผลจากการฝกอบรมและทดสอบ
โครงขาย มีคาR2 = 0.9669 และ 0.9764 ตามลําดับ ผลการพยากรณเปรียบเทียบกับการปลอยน้ําจริง
ในปพ.ศ. 2547 และ 2548 มีคาR2 = 0.6527 และ 0.2437 ตามลําดับ ผลการพยากรณในปพ.ศ. 2548 
มีคาต่ํา เนือ่งจากเกดิปญหาภยัแลงรุนแรงและในการจัดสรรน้ําจริงมีปจจัยอ่ืนนอกเหนือจากหลัก
สมดุลน้ํามาเกีย่วของเชน ปญหาการเมืองและปญหาสงัคม อยางไรก็ดี แบบจาํลองที่ไดจาก
การศึกษามีจดุเดนที่สามารถนําไปปฏิบัติงานไดงายและคอนขางมีประสิทธิภาพ 
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ABSTRACT 
 
 

 Presently, problems of water shortage are intensively increased, mainly from 
sparse rainfall and lower volume of rainfall than forecasted. Water allocations for 
numerous activities are currently complicated and concerned with many relevant data 
which make it difficult to solve sudden problems immediately. 

The objective of this research was to analyze the model of Artificial Neural 
Networks appropriated for water allocation at Lamtakhong Reservoir with the 
application of data from the analysis of water balance through the HEC-3 model. 
Appropriated designs of water allocation through Artificial Neural Networks were 
applied. 

Analysis of water balance in a 29-year cycle (1975-2003) indicated that water 
shortages had occurred in all activities. Water shortage in agriculture, domestic use 
and industry, and in maintaining ecosystem are 14.86%, 3.47% and 4.89%, respectively. 
Water shortages had reached critical levels in the past years, where water flow into the 
reservoirs had declined. Analysis on appropriated water allocation through Artificial 
Neural Networks indicates that a structure of 3-8-8-1, learning rate value of 0.1 and 
momentum factor value of 0.08 are the most appropriated factors. Training and testing 
of the network indicated theoretical results were very close to HEC-3 results (R2= 
0.9669 and 0.9764, respectively). Forecasting results in comparison with actual water 
discharge in 2004 and 2005 are R2= 0.6527 and 0.2437, respectively. Forecasting 
results in 2005 were low because Lamtakhong basin was hit by severe drought 
conditions, thus water allocation followed on emergency situation. In addition to 
actual water allocation is related to some external factors, for instances, political and 
social problems.  

However, the model derived from this research contained certain advantages 
that may be applied to ease water distribution operation. 
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