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บทคัดยอ 
 

 การศึกษาในคร้ังนี้มีวัตถุประสงคเพื่อวิเคราะหศักยภาพการลดการปลอยกาซเรือนกระจก
จากการดําเนินโครงการกลไกการพัฒนาท่ีสะอาดในอุตสาหกรรมแปงมันสําปะหลังและ
อุตสาหกรรมสกัดน้ํามันปาลมของประเทศไทย โดยวิเคราะหศักยภาพการลดการปลอยกาซเรือน
กระจกจากน้ําเสียของโรงงานท่ีบําบัดน้ําเสียดวยระบบไรอากาศ และมูลคาของกาซเรือนกระจกท่ี
สามารถลดได (CERs) ปริมาณการผลิตกาซชีวภาพ และปริมาณกระแสไฟฟา 
 
 จากการศึกษาพบวา อุตสาหกรรมแปงมันสําปะหลังมีโรงงานท่ีบําบัดน้ําเสียดวยระบบไร
อากาศประมาณรอยละ 39 มีศักยภาพในการลดกาซมีเทน 28,956.81 ตัน/ป หรือเทียบเทากับ 
608,093.10 ตันคารบอนไดออกไซดเทียบเทา ซ่ึงมีมูลคาเทากับ 93 ลานบาท/ป สําหรับปริมาณกาซ
ชีวภาพที่สามารถผลิตไดจากโรงงานแปงมันสําปะหลัง 67 โรง คือ 512,412,738.50 ลูกบาศกเมตร/ป 
เทียบเทากับกระแสไฟฟา  614,895,286.20หนวย  คิดเปนเงิน  1,537 ลานบาท  ในสวนของ
อุตสาหกรรมสกัดน้ํามันปาลม พบวามีระบบบําบัดน้ําเสียแบบไรอากาศประมาณรอยละ 79 มี
ศักยภาพในการลดกาซมีเทน 57,899.27 ตัน/ป เทียบเทากับปริมาณกาซคารบอนไดออกไซด 
1,215,884.71 ตัน และมีมูลคาเทากับ 186 ลานบาท โรงงานสกัดน้ํามันปาลม 39 โรง มีศักยภาพใน
การผลิตกาซชีวภาพ 106,095,782.00 ลูกบาศกเมตร/ป คิดเปนกระแสไฟฟา 127,314,938.40 หนวย 
และมีมูลคาเทากับ 318 ลานบาท 
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ABSTRACT 
 
 

The objective of this study was to estimate the potential for greenhouse gas 
reduction from the implementation of “Clean Development Mechanism” in the 
cassava starch and palm oil industries, in Thailand. The “Clean Development 
Mechanism” is compatible with anaerobic system. Thus, the mills that treated 
wastewater by anaerobic systems were evaluated for the potential and value of 
greenhouse gas reduction. In addition, biogas production and electricity generation 
were assessed. 
 

Approximately 39 percent of the cassava starch mills treated wastewater by an 
anaerobic system. The annual potential in methane reduction was 28,956.81 tons or 
the equivalent of 608,093.10 tons of carbon dioxide. This was worth about 93 million 
Baht. For biogas production, 67 cassava starch mills were able to produce 
512,412,738.50 m3. The estimated annual potential electricity generation was 
614,895,286.20 unit and valued about 1,537 million Baht. In contrast to the cassava 
starch mills, approximately 79 percent of palm oil mills treated wastewater by an 
anaerobic system. In the palm oil mills, the potential in methane reduction, carbon 
dioxide equivalent and value of the reduction were 57,899.27 tons, 1,215,884.71 tons 
and 186 million Baht annually. Thirty nine palm oil mills had biogas production with a 
potential of 106,095,782.00 m3 per annum. This corresponded to 127,314,938.40 unit 
of electricity and was worth about 318 million Baht. 
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