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ABSTRACT 

The objective of this study was to compare financial and economic analyses of 
biogas upgrading for uses as vehicle fuel and generating electricity. Biogas in this 
research originated from 2 sources: biogas from organic waste treatment by an   
Anaerobic Baffle Reactor (ABR) process and biogas from pig farm wastewater 
treatment by covered lagoon technology. The selected gas flow rates from both 
sources were 150 m3/hr and 550 m3/hr. These rates were enough to produce  vehicle 
fuel at 60 kg/hr and 220 kg/hr, respectively, and also to produce electricity at 250 kWh 
and 1000 kWh, respectively.  

The period of the research project was 10 years.  The investment cost included 
a biogas production system (organic waste treatment/wastewater treatment), a biogas 
collection system, a biogas cleaning system and a biogas utilization system.  

The results showed that biogas originating from pig farms had greater profit 
than biogas from organic waste from electricity production, and production power of 
1000 kW gave greater profit than 250 kW, because of the price of electrical generator 
per unit of power production is cheaper. 

Also, the results of biogas upgrading for use as vehicle fuel from both sources 
and both flow rate showed that these projects are not feasible for investment because 
of high investment and operational cost, as the project income equaled to the CNG 
price which was considered a low price.  In addition, the CNG price in Thailand does 
not reflect the real price because it is subsidized by the government to promote the use 
of CNG instead of petroleum oil. As a result, this project is not interesting for 
investment. 
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บทคัดยอ 
 วัตถุประสงคของงานวิจัยนี้ เ พ่ือเปรียบเทียบผลตอบแทนทางการเ งินและทาง
เศรษฐศาสตรระหวางโครงการปรับปรุงกาซชีวภาพเปนเช้ือเพลิงสําหรับยานยนตและโครงการผลิต
กระแสไฟฟาโดยใชกาซชีวภาพเปนเช้ือเพลิง ซ่ึงกาซชีวภาพท่ีใชในการวิจัยนี้นํามาจาก 2 แหลง คือ
กาซชีวภาพจากขยะอินทรียท่ีบําบัดดวยวิธี Anaerobic Baffle Reactor (ABR) และกาซชีวภาพท่ีได
จากการบําบัดน้ําเสียในฟารมหมูดวยวิธี Covered Lagoon  โดยเลือกปริมาณกาซท่ีนํามาใชท่ี 150 
M3/hr และ 550 M3/hr ซ่ึงเพียงพอสําหรับการผลิตเช้ือเพลิงสําหรับยานยนตในปริมาณ 60 kg/hr and 
220 kg/hr หรือเพียงพอสําหรับการผลิตไฟฟาในปริมาณ 250 kWh and 1000 kWh ตามลําดับ  
 การวิจัยนี้กําหนดใหมีระยะเวลาดําเนินการ 10 ป ซ่ึงคาใชจายการลงทุนประกอบดวย
ระบบผลิตกาซชีวภาพ (ระบบบําบัดขยะอินทรียหรือระบบบําบัดน้ําเสีย) ระบบรวบรวมกาซชีวภาพ 
ระบบทําความสะอาดกาซชีวภาพ และระบบการนํากาซชีวภาพไปใชประโยชน 
  จากผลการวิจัยพบวาสําหรับโครงการผลิตกระแสไฟฟาเพื่อจําหนายนั้นกาซชีวภาพจาก
ระบบบําบัดน้ําเสียฟารมหมูใหผลตอบแทนของโครงการท่ีดีกวากาซชีวภาพจากระบบการกําจัดขยะ
อินทรีย ท้ังนี้เปนผลมาจากเงินลงทุนสําหรับระบบผลิตกาซท่ีสูงมาก และปริมาณท่ีเหมาะสมสําหรับ
การลงทุนเพ่ือขายไฟฟาคืนสูระบบสายสงนั้น ท่ีกําลังการผลิต 1000 kW ใหผลตอบแทนท่ีดีกวา 250 
kW เพราะราคาเครื่องกําเนิดไฟฟาตอหนวยการผลิตถูกกวา และสําหรับโครงการปรับปรุงกาซ
ชีวภาพเปนเช้ือเพลิงสําหรับยานยนต กาซชีวภาพท้ัง 2 แหลงและท้ัง 2 ปริมาณ นั้น จากการวิเคราะห
ผลตอบแทนโครงการ มีความเปนไปไดยาก ไมคุมคาท่ีจะลงทุน ท้ังนี้นอกจากคาใชจาย สําหรับการ
ลงทุน คาดําเนินการท่ีสูงแลว รายรับของโครงการท่ีเทากับราคา CNG นั้นถือวาตํ่า เพราะราคา CNG 
ท่ีจําหนายนั้น เปนราคาท่ีไดรับการอุดหนุนจากภาครัฐ เพื่อใหเปนแรงจูงใจใหประชาชนเปล่ียนจาก
การใชน้ํามันปโตรเลียมมาใช CNG แทน ซ่ึงไมใชราคาตนทุนท่ีแทจริง จึงทําใหโครงการไม
นาสนใจ 
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